<table>
<thead>
<tr>
<th>Size</th>
<th>Hole Cleaning Option</th>
<th>Head Type</th>
<th>Base Material</th>
<th>Corrosion Resistance</th>
<th>Features</th>
<th>Approvals</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>Recess</td>
<td>Concrete</td>
<td>Light Weight Concrete</td>
<td>Good Metal Block</td>
<td>Hollow Block/Mild Steel</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Hex Bolt</td>
<td>Concrete</td>
<td>242 Sheet Steel</td>
<td>316 Stainless Steel</td>
<td>Galvanized Steel</td>
</tr>
<tr>
<td></td>
<td></td>
<td>Counter Sink Head</td>
<td>Concrete</td>
<td></td>
<td>Surface</td>
<td>Cracked/Concrete</td>
</tr>
</tbody>
</table>

**Adhesive**

- **HIT-HY 200-A**
  - Injectable mortar
  - 3/8" 1-1/4"
  - Option 1
  - Self Cleaning with TE-CD/YD Hollow Drill Bit

- **HIT-HY 200-R**
  - Injectable mortar
  - 3/8" 1-1/4"

- **HIT-HY 100**
  - Injectable mortar
  - 3/8" 3/4"

- **HIT-HY 10 PLUS**
  - Injectable mortar
  - 3/8" 3/4"

- **HIT-HY 270**
  - Injectable mortar
  - 1/4" 3/4"

- **HIT-RE 500 V3**
  - Injectable mortar
  - 3/8" 1-1/4"

- **HIT-RE 100**
  - Injectable mortar
  - 3/8" 1-1/4"

- **HIT-ICE**
  - Injectable mortar
  - 3/8" 1-1/4"

- **HIT-RC**
  - Adhesive anchor capsule system

- **M-TZ**
  - Anchor rod
  - 3/8" 3/4"

- **HAS**
  - Anchor rod
  - 3/8" 1-1/4"

- **HIT-V**
  - Anchor rod
  - 3/8" 1"

**Mechanical**

- **HDA**
  - Undercut anchor
  - M10 M20

- **HSL-3**
  - Heavy-duty expansion anchor
  - M8 M24

- **KWK Bolt-TZ**
  - Expansion anchor
  - 3/8" 3/4"

- **KWK Bolt-VA**
  - Expansion anchor
  - 3/8" 3/4"

- **KWK Bolt-3**
  - Expansion anchor
  - 1/4" 1"

- **KWK Bolt-V**
  - Expansion anchor
  - 1/4" 1"

- **KWK HUB**
  - Screw anchor
  - 1/4" 3/4"

- **KWK HUB-EZ**
  - Screw anchor
  - 1/4" 3/4"

- **KWK HUB-VA**
  - Screw anchor
  - 1/4" 3/4"

- **KWK HUB-VA**
  - Drop-in anchor
  - Available with setting tool available

- **KWK HUB-VA**
  - Short drop-in anchor
  - Available with setting tool available

- **KWK CAST KCS/KCM**
  - Cast-in-place anchor with single (S) or multi (M) thread

- **KWK-CON**
  - Concrete and masonry screw

**Corrections**:
1. Instructions for use provided in product packaging or contact your Hilti representative.
2. Additional sizes may be available through special order.
3. May be suitable — application specific.
5. Approval pending.