LISTING No. 1451-1200:0121

CATEGORY: 1451 -- HEAD-OF-WALL/WALL-TO-WALL JOINT SYSTEMS

LISTEE: HILTI, INC. 5400 S 122nd East Ave., Tulsa, OK 74146 United States
Contact: Chad Stroike (918) 872-3864 Fax (918) 254-1679
Email: chad.stroike@hilti.com

DESIGN: Type CP606 Flexible Firestop Sealant for use in head-of-wall and wall-to-wall joint systems. Refer to listee's data sheet for detailed product description and operational considerations.

RATING:

<table>
<thead>
<tr>
<th>System No.</th>
<th>Assembly Rating</th>
</tr>
</thead>
<tbody>
<tr>
<td>HW-D-0045</td>
<td>2 Hr.</td>
</tr>
<tr>
<td>WW-D-0032</td>
<td>2 Hr.</td>
</tr>
</tbody>
</table>

INSTALLATION: In accordance with listee's printed installation instructions, UL Fire Resistance Directory, applicable codes & ordinances and in a manner acceptable to the authority having jurisdiction.

MARKING: Listee's name, model number, rating, and UL label.

APPROVAL: Listed as firestop sealant for use in head-of-wall and wall-to-wall joint system when constructed and installed in accordance with UL Fire Resistance Directory. Approved for UL System Design Nos. HW-D-0045 and WW-D-0032.

Date Issued: July 01, 2019
Listing Expires: June 30, 2020

Authorized By: DAVID CASTILLO, Program Coordinator

Fire Engineering Division