**NOTE(S):**

A. BOLT HEADS SHALL BE LOCATED INSIDE TRAY.

B. MINIMUM DISTANCE 3/16" TO MAXIMUM DISTANCE 1/4" SPAN (PREFERRED) BETWEEN JOINER PLATE AND SUPPORT.

C. TRAY CLAMPS SHOWN ON OUTSIDE OF TRAY FOR CLARITY, PREFERRED LOCATION IS INSIDE OF TRAY.

---

**No.** | **Unit Qty** | **Unit Description** | **Box Qty** | **# Boxes Needed** | **Item No.**
---|---|---|---|---|---
1 | 2 | EA XBTW10-24-6 SN12-R | 100 | 1 | 377076
2 | 2 | EA WASHER 3/8" SS316 | 200 | 1 | 411780
3 | 2 | EA HEX NUT STANDARD 3/8" SS316 | 100 | 1 | 411775

**NOTE(S):**

1. PRELIMINARY NOT FOR CONSTRUCTION
2. DESIGN ASSUMPTIONS:
   a. NO LOADING CONSIDERED - CONCEPT ONLY
   b. LATERAL LOADING NOT CONSIDERED
   c. BUILDING CODE: NOT SPECIFIED
3. CORROSION RESISTANCE: REGULAR HEDGES
4. REFER TO COMPONENT MANUFACTURER'S IJA FOR REQUIRED INSTALLATION INFO.
5. IJA MUST BE NOTIFIED OF ANY DEVIATIONS FROM EXISTING NEW SUBSTRATE CONDITIONS SHOWN HEREIN TO VALIDATE ACCEPTANCE OF THIS HILTI DESIGN PRIOR TO INSTALLATION.