EXISTING BAR JOIST

3.5

1

4.5

3.5

PLYWOOD (BY OTHERS)

01 ISOMETRIC

NOTE(S):
1. PRELIMINARY, NOT FOR CONSTRUCTION
2. DESIGN ASSUMPTIONS:
   a. NO LOADS CONSIDERED - CONCEPT ONLY
   b. LATERAL LOADS NOT CONSIDERED
   c. BUILDING CODE NOT SPECIFIED
   d. CORROSION RESISTANCE REQUIREMENTS NOT SPECIFIED
3. REFER TO COMPONENT MANUFACTURER'S SPECIFICATIONS FOR REQUIRED INSTALLATION INFO.
4. E.O.R. MUST BE NOTIFIED OF ANY DEVIATIONS FROM EXISTING/METHOLOGY SUBSTRATE CONDITIONS SHOWN HEREIN TO VALIDATE ACCEPTANCE OF THIS HILTI DESIGN PRIOR TO INSTALLATION.
ELEVATION

Existing Bar Joist

5-3/4" ±

Plywood (by others) fastened to strut with self-drilling wood screws @ 4" spacing (by others)

ELEVATION

Existing Bar Joist

5-3/4" ±

Plywood (by others) fastened to strut with self-drilling wood screws @ 4" spacing (by others)

NOTE(S):
1. Refer to sheet 1 for applicable note(s).