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*2122988* 2122988 English 1

1 Information about the documentation
1.1 About this documentation
• Read this documentation before initial operation or use. This is a prerequisite for safe, trouble-free

handling and use of the product.
• Observe the safety instructions and warnings in this documentation and on the product.
• Always keep the operating instructions with the product and make sure that the operating instructions

are with the product when it is given to other persons.

1.2 Explanation of symbols used
1.2.1 Warnings
Warnings alert persons to hazards that occur when handling or using the product. The following signal words
are used:

DANGER
DANGER !
▶ Draws attention to imminent danger that will lead to serious personal injury or fatality.

WARNING
WARNING !
▶ Draws attention to a potential threat of danger that can lead to serious injury or fatality.

CAUTION
CAUTION !
▶ Draws attention to a potentially dangerous situation that could lead to slight personal injury or damage

to the equipment or other property.

1.2.2 Symbols in the documentation
The following symbols are used in this document:

Read the operating instructions before use.

Instructions for use and other useful information

Dealing with recyclable materials

Do not dispose of electric equipment and batteries as household waste

1.2.3 Symbols in the illustrations
The following symbols are used in illustrations:

These numbers refer to the corresponding illustrations found at the beginning of these operating
instructions
The numbering reflects the sequence of operations shown in the illustrations and may deviate
from the steps described in the text
Item reference numbers are used in the overview illustrations and refer to the numbers used in
the product overview section

This symbol is intended to draw special attention to certain points when handling the product.

Wireless data transfer
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2 English 2122988 *2122988*

1.3 Product-dependent symbols
1.3.1 Symbols on the product
The following symbols are used on the product:

Direction-of-rotation arrow on the guard

Engine stop position

Engine run position

Primer bulb

Idling jet adjusting screw

Full-throttle jet adjusting screw

Idling adjusting screw

Fuel mixture

Fuel-tank cap opening direction

Choke (not -X)

Half throttle (not -X)

Wear ear protection, eye protection, respiratory protection and a hard hat

Wear protective gloves

Wear protective footwear

Wireless data transfer

1.4 Adhesive labels on the machine
Warning signs

Warning: Risk of fire due to flying sparks

Warning: Risk of kickback

Warning: Do not inhale toxic vapors or exhaust fumes

Maximum spindle speed

Warning: Hot surface

Prohibition symbols

Do not use toothed cutting discs

Do not use damaged cutting discs

No smoking, no naked flame
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1.5 Product information
products are designed for professional users and only trained, authorized personnel are permitted

to operate, service and maintain the products. This personnel must be specifically informed about the
possible hazards. The product and its ancillary equipment can present hazards if used incorrectly by
untrained personnel or if used not in accordance with the intended use.
The type designation and serial number are printed on the rating plate.
▶ Write down the serial number in the table below. You will be required to state the product details when

contacting Hilti Service or your local Hilti organization to inquire about the product.
Product information
Abrasive-disc cut-off saw DSH 700 | DSH 900 | DSH 700-X | DSH 900-X
Generation: 02
Serial no.:

1.6 Declaration of conformity
We declare, on our sole responsibility, that the product described here complies with the applicable directives
and standards. A copy of the declaration of conformity can be found at the end of this documentation.
The technical documentation is filed and stored here:
Hilti Entwicklungsgesellschaft mbH | Tool Certification | Hiltistrasse 6 | 86916 Kaufering, Germany

2 Safety
2.1 Personal safety
▶ Use the right tool for the job. Do not use the tool for purposes for which it was not intended. Use it only

as directed and when in technically faultless condition.
▶ Never tamper with or modify the tool in any way.
▶ Only persons who are familiar with it, who have been trained on how to use it safely and who understand

the resulting hazards are permitted to use the tool. The tool is not intended for use by children.
▶ Stay alert, watch what you are doing and use common sense when operating the tool. Do not use the

tool while you are tired or under the influence of drugs, alcohol or medication. A moment of inattention
while operating the tool can result in serious personal injury.

▶ The user and persons in the vicinity must wear suitable protective goggles, a hard hat, ear defenders,
protective gloves, protective footwear and light respiratory protection while the tool is in use.

▶ Always hold the tool firmly with both hands on the grips provided. Keep the grips dry, clean and free
from oil and grease.

▶ Never use the tool without the guard (hood). Adjust the guard to the correct position. The guard must be
securely attached and positioned for maximum safety, so that the smallest possible part of the cutting
disc is exposed to the operator. Make sure that sparks created during use do not present a hazard. The
guard helps to protect the operator from broken disc fragments, inadvertent contact with the cutting disc
and uncontrolled flying sparks.

▶ Do not touch rotating parts – risk of injury!
▶ Maintain a firm footing and balance at all times. This will allow you to control the tool better, even in

unexpected situations. Avoid unusual postures.
▶ Wear suitable work clothes. Do not wear jewelry or loose clothing. Keep your hair, clothing and gloves

away from moving parts. Loose clothes, jewelry or long hair can be snagged by moving parts.
▶ If the tool or the cutting disc has been dropped or has fallen, check the tool and the cutting disc for

damage. Change the cutting disc if necessary.
▶ Switch the tool off before adjusting the guard or changing the cutting disc.
▶ Wear protective gloves also when changing the cutting disc. Touching the cutting disc presents a risk of

injury (cuts or burns).
▶ Wear eye protection. Flying fragments present a risk of injury to the body and eyes.
▶ Use of the wet cutting method is preferable in order to reduce the amount of dust produced when cutting

mineral materials and asphalt.
▶ Avoid skin contact with the slurry created when using the wet cutting method.
▶ Dust from materials such as paint containing lead, some types of wood, minerals and metal can be

harmful to health. Contact with or inhalation of the dust can cause allergic reactions and/or respiratory or
other diseases to the operator or bystanders. To reduce the amount of dust produced when cutting, we
recommend use of the wet cutting method. Make sure that the workplace is well ventilated. It is advisable
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4 English 2122988 *2122988*

to wear a filter class P2 dust mask. Comply with national regulations applicable to the materials you will
be working with.

▶ Cutting material containing asbestos is not permissible.
▶ Take breaks between working and do relaxation and finger exercises to improve the blood circulation in

your fingers. Exposure to vibration during long periods of work can lead to disorders of the blood vessels
and nervous system in the fingers, hands and wrists.

▶ Consult the responsible structural engineer, architect or person in charge of the building project before
starting work. Slits cut into load-bearing walls or other structures can influence the statics of the structure,
especially when reinforcing bars or load-bearing components are cut.

▶ If the work involves breaking through, always secure the area on the side opposite to where the work is
being carried out. Pieces of debris could drop out and/or fall down and injure other persons.

▶ Never leave the tool running while unattended. Switch the engine off and wait until the cutting disc has
come to a complete standstill before placing the tool on the ground or before transporting it.

▶ Make sure that the pump cover is installed if you operate the tool without an external water pump.
▶ Switch the tool off after use.
▶ Maintain the tool carefully. Check whether parts are broken or damaged to the extent that the tool is not

in full working order. Have damaged parts repaired before using the tool.
▶ To avoid risk of injury, use only genuine Hilti accessories and accessory tools.
▶ Have the tool repaired only by qualified specialists using only genuine Hilti spare parts. The safety of the

tool can thus be maintained.
▶ Comply with national health and safety requirements.

2.2 Electrical safety
▶ Before beginning work, check the working area for concealed electric cables or gas and water pipes.

External metal parts of the machine may give you an electric shock if you damage an electric cable
accidentally.

2.3 Safety at the workplace
▶ Ensure that the workplace is well lit.
▶ Don’t work in closed rooms. Carbon monoxide, unburned hydrocarbons and benzene in the exhaust gas

may cause asphyxiation.
▶ Keep the workplace tidy. Objects which could cause injury should be removed from the working area.

Untidiness at the workplace can lead to accidents.
▶ Hot exhaust gases containing sparks or sparks generated by the cutting operation may cause fire or

explosion. Take care to ensure that the sparks generated do not ignite flammable (gasoline, dry grass,
etc.) or explosive (gas, etc.) substances.

▶ Before fitting the water pump, check to ensure that the maximum permitted water supply pressure of 6
bar is not exceeded.

▶ Fit the filled water tank only after the saw has been mounted on the saw trolley. This will help to prevent
the trolley falling over.

▶ Do not stand the product and the saw trolley on an inclined surface. Always check to ensure that the
product and the saw trolley are standing securely.

2.4 Liquids (gasoline and oil) and vapors
▶ Allow the product to cool before refueling.
▶ Never smoke while refueling.
▶ Don’t refuel the product at the workplace area. When refueling, take care to avoid fuel spillage. Use a

suitable funnel.
▶ Avoid inhaling gasoline vapors and exhaust fumes. Take care to ensure adequate ventilation.
▶ Don’t use the gasoline or other flammable liquids for cleaning.

2.5 Cutting work using cutting discs
▶ Use only cutting discs with a rated maximum permissible speed that’s at least as high as the highest

spindle speed.
▶ Check that the outside diameter and the thickness of the cutting disc comply with the capacity rating of

the product.
▶ Never use cutting discs that are damaged, run untrue or vibrate.
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▶ Do not use damaged diamond cutting discs (cracks in the steel disc, broken or polished segments,
damaged arbor hole, bent or distorted steel disc, heavy discoloration due to overheating, steel disc worn
away beneath the segments, diamond segments with no lateral overhang, etc.).

▶ Do not use toothed accessory cutting tools (e.g. toothed saw blades).
▶ When fitting the cutting disc, always take care to ensure that the disc’s specified direction of rotation

corresponds to the direction of rotation of the spindle.
▶ The cutting disc and flange or any other accessory must fit the arbor of the product exactly. Cutting

discs or accessories with arbor holes that do not match the mounting hardware of the product will run
out of balance, vibrate excessively and may cause loss of control.

▶ Always use an undamaged clamping flange of the correct diameter which fits the cutting disc used.
The correctly fitting clamping flange supports the cutting disc and thus reduces the possibility of disc
breakage.

▶ Guide the product smoothly and do not apply lateral pressure to the cutting disc. Always bring the cutting
disc into contact with the workpiece at right angles. Don’t attempt to alter the line of cut by applying
lateral pressure or by bending the cutting disc while cutting is in progress.

▶ Wear protective gloves when changing the cutting disc as the disc will get hot during use.
▶ Abrasive cutting discs which are used for wet cutting must be used up the same day as long periods of

exposure to moisture have a negative effect on the strength of the disc.
▶ Observe the expiry date for resin-bonded cutting discs and don’t use the discs after this date.

2.6 Transport and storage
▶ Switch the product off before transporting it.
▶ Remove the cutting disc from the product after use. The cutting disc may suffer damage during transport

with the disc fitted.
▶ Handle the cutting disc carefully and store it in accordance with the manufacturer’s instructions.
▶ Always store and transport the product in an upright position, not lying on its side.
▶ Do not carry the saw trolley and the product together. Remove the water tank before transporting the

saw trolley.
▶ Do not lift the product and the saw trolley by crane. This is not permissible.
▶ Store the product in a secure place when not in use. Products which are not in use must be stored in a

dry, high place or locked away out of reach of children.
▶ When laying the product down, make sure that it stands securely.
▶ After use, allow the product to cool down before packing it away or placing a cover over it.
▶ Store gasoline and oil in a well-ventilated room in fuel containers that comply with regulations.
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3 Description
3.1 Product overview
3.1.1 Gasoline-powered cut-off saw 1

@ Guard
; Water supply
= Front grip
% Water valve
& Pull start
( Fuel tank cap
) Choke lever / half-throttle lock (DSH 700 OR

DSH 900)
+ Throttle trigger
§ Rear grip
/ Type identification plate
: Fuel-level sight glass
∙ Guide rollers
$ Cutting disc
£ Clamping screw
| Clamping flange
¡ Spark plug connector
Q Decompression valve
W Throttle safety grip
E Start/stop switch (DSH 700 OR DSH 900)
E Start/stop switch with integrated half-throttle

lock (DSH 700-X OR DSH 900-X)
R Primer bulb
T Water connection
Z Grip for guard adjustment
U Disc direction-of-rotation indicator (arrow at

front of guard)
I Saw arm
O Hole for locking pin for changing cutting

discs
P Pump cover
Ü Air filter cover
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3.1.2 Saw trolley (accessory) 2
@ Grip
; Throttle trigger
= Cutting depth adjustment
% Hold-down device
& Water tank
( Water connection
) Axial adjustment
+ Throttle cable
§ Machine cradle

3.2 Intended use
The product described is a gasoline-powered cut-off saw for the wet or dry cutting of asphalt, mineral
construction materials or metals using diamond cutting discs or abrasive cutting discs. It can be held and
guided by hand or mounted on a saw trolley.
The saw is not suitable for use in environments where there is risk of fire or explosion.

3.3 Recommendations for use
We recommend:
• Use of the wet cutting method is preferable in order to reduce the amount of dust produced when cutting.

By using the self-priming water pump (accessory) you can work without need for a water supply pipe.
The water can be drawn, for example, directly from a container.

• Do not cut right through the workpiece in one pass. Move the saw back and forward several times until
it gradually reaches the desired cutting depth.

• To avoid damaging the diamond cutting disc when dry cutting, lift the disc out of the cut for approx. 10
seconds every 30 to 60 seconds while the product is still running.

• Resharpen polished diamond segments (no diamonds project from the segment matrix) by cutting with
the disc in a very abrasive material such as sandstone.

• For extensive floor sawing applications, mount the saw on the trolley (accessory).

3.4 Cutting disc specifications
Diamond discs in accordance with EN 13236 are to be used with the product. Synthetic resin-bonded, fiber-
reinforced cutting discs in accordance with EN 12413 (straight, not dish-shaped, type 41) may also be used
with the product for working on metals.
The disc mounting instructions and instructions for use issued by the cutting disc manufacturer must be
observed.

3.5 Items supplied
Gasoline-powered saw, DSH tool set, DSH consumables set (only with the DSH 700-X/900-X), operating
instructions.
You can find other system products approved for your product at your local Hilti Center or online at:
www.hilti.com

3.6 Consumables and wearing parts
• Air filter
• Cord (5 pcs)
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• Starter
• Fuel filter
• Spark plug
• Tool set
• Cylinder set
• Mounting screw assy.
• Flange (2)
• Centering ring 20 mm / 1"

4 Technical data
4.1 Gasoline-powered cut-off saw

DSH 700 30/12" /
DSH 700-X 30/12"

DSH 700 35/14" /
DSH 700-X 35/14"

Cubic capacity 68.7 cm³ 68.7 cm³
Weight without cutting disc, fuel tank empty 11.6 kg 11.9 kg
Weight with saw trolley, without cutting disc, fuel
tank empty

42.6 kg 42.9 kg

Rated power at 7500 rpm in accordance with
ISO 7293

3.5 kW 3.5 kW

Maximum spindle speed 5,100 /min 5,100 /min
Max. rotational speed of the cutting disc 5,100 /min 5,100 /min
Maximum cutting depth 100 mm 125 mm

DSH 900 35/14" /
DSH 900-X 35/14"

DSH 900 40/16" /
DSH 900-X 40/16"

Cubic capacity 87 cm³ 87 cm³
Weight without cutting disc, fuel tank empty 12.0 kg 12.4 kg
Weight with saw trolley, without cutting disc, fuel
tank empty

43.0 kg 43.4 kg

Rated power at 7500 rpm in accordance with
ISO 7293

4.3 kW 4.3 kW

Maximum spindle speed 5,100 /min 4,700 /min
Max. rotational speed of the cutting disc 5,100 /min 4,700 /min
Maximum cutting depth 125 mm 150 mm

4.2 Additional technical data

Engine type Single-cylinder, air-cooled two-stroke engine
Maximum engine speed 9500 ± 200 /min
Idling speed 2750 ± 250 /min
Ignition (type) Electronically-controlled ignition timing
Electrode gap 0.5 mm
Spark plug Manufacturer: NGK, type: CMR7A-5
Tightening torque for fitting the spark plug 12 Nm
DSH 700/900 carburetor Manufacturer: Walbro; model: WT; type: 895
DSH 700-X/900-X carburetor Manufacturer: Walbro; model: WT; type: 1152
Fuel mixture API-TC oil 2% (1:50)
Tank capacity 900 cm³
Cutting disc arbor size / diameter of centering
bush

20 mm

Cutting disc arbor size / diameter of centering
bush

25.4 mm
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Minimum flange outside diameter 102 mm
Max. disc thickness (steel disc thickness) 5.5 mm
Tightening torque for fitting the cutting disc 25 Nm

4.3 Noise information and vibration values determined in accordance with ISO 19432
The sound pressure and vibration values given in these instructions have been measured in accordance with
a standardized test and may be used to compare one gasoline-powered saw with another. They may be
used for a preliminary assessment of exposure.
The data given represents the main applications of the machine. However, if the machine is used for different
applications, with different accessory tools or is poorly maintained, the data may vary. This may significantly
increase exposure over the total working period.
An accurate estimation of exposure should also take into account the times when the machine is switched
off, or when it is running but not actually being used for a job. This may significantly reduce exposure over
the total working period.
Identify additional safety measures to protect the operator from the effects of noise and/or vibration, for
example: Maintaining the machine and accessory tools, keeping the hands warm and organizing work
patterns.
Noise emission values

DSH 700 30/12" /
DSH 700-X 30/12"

DSH 700 35/14" /
DSH 700-X 35/14"

Sound pressure level, ISO 19432 (ISO 11201)
(Lpa,eq)

99 dB(A) 99 dB(A)

Uncertainty 2.8 dB(A) 2.8 dB(A)
Measured sound power level 2000/14/EC (ISO
3744)

108 dB(A) 108 dB(A)

Uncertainty 2.5 dB(A) 2.5 dB(A)
Guaranteed sound power level 2000/14/EC (ISO
3744) (Lwa)

111 dB(A) 111 dB(A)

DSH 900 35/14" /
DSH 900-X 35/14"

DSH 900 40/16" /
DSH 900-X 40/16"

Sound pressure level, ISO 19432 (ISO 11201)
(Lpa,eq)

102 dB(A) 102 dB(A)

Uncertainty 3.0 dB(A) 3.0 dB(A)
Measured sound power level 2000/14/EC (ISO
3744)

112 dB(A) 112 dB(A)

Uncertainty 2.5 dB(A) 2.5 dB(A)
Guaranteed sound power level 2000/14/EC (ISO
3744) (Lwa)

115 dB(A) 115 dB(A)

Total vibration
The sound pressure level and the vibration values were determined allowing for 1/7 no-load operation and
6/7 full-load operation.

DSH 700 30/12" /
DSH 700-X 30/12"

DSH 700 35/14" /
DSH 700-X 35/14"

Vibration at the forward grip, ISO 19432 (EN
12096) (ahv,eq)

4.5 m/s² 4.7 m/s²

Uncertainty 2.4 m/s² 2.2 m/s²
Vibration at the rear grip, ISO 19432 (EN 12096)
(ahv,eq)

3.2 m/s² 5.0 m/s²

Uncertainty 2.1 m/s² 2.1 m/s²
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DSH 900 35/14" /
DSH 900-X 35/14"

DSH 900 40/16" /
DSH 900-X 40/16"

Vibration at the forward grip, ISO 19432 (EN
12096) (ahv,eq)

6.3 m/s² 5.2 m/s²

Uncertainty 1.9 m/s² 2.3 m/s²
Vibration at the rear grip, ISO 19432 (EN 12096)
(ahv,eq)

6.2 m/s² 4.5 m/s²

Uncertainty 2.7 m/s² 2.1 m/s²

5 Before use
5.1 Fuel
The two-stroke engine runs on a mixture of gasoline and oil. The quality of the fuel mixture decisively
influences the running and life expectancy of the engine.

DANGER
Risk of fire and explosion. Gasoline vapors are highly flammable.
▶ Never smoke while refueling.
▶ Don’t refuel the product at the area where you are working (move at least 3 meters (10 feet) away from

the working area).
▶ Don’t refuel the product while the engine is running. Wait until the engine has cooled down.
▶ Make sure there are no naked flames or sparks that could ignite the gasoline vapors.
▶ Take care to avoid fuel spillage. If fuel is spilled, clean up the areas affected immediately.
▶ Check to ensure there is no leakage from the fuel tank.

CAUTION
Risk of injury. The inhalation of gasoline vapors and skin contact with gasoline may be hazardous to the
health.
▶ Avoid direct skin contact with gasoline. Wear protective gloves.
▶ If your clothing becomes soiled with gasoline, it is essential to change your clothing.
▶ Ensure that the workplace is well ventilated in order to avoid breathing in gasoline fumes.
▶ Use a fuel container that complies with the applicable regulations.

Alkylate gasoline does not have the same density (specific weight) as conventional gasoline. To avoid
damage when alkylate gasoline is used, the engine settings must be readjusted by Hilti Service.
Alternatively, the oil content can be increased to 4% (1:25).

5.1.1 Gasoline
▶ Use regular or super gasoline with an octane rating of at least 89 ROZ.

The alcohol content (e.g. ethanol, methanol or others) of the fuel used must not exceed 10%,
otherwise the life expectancy of the engine will be greatly reduced.

5.1.2 Two-stroke oil
▶ Use good-quality two-stroke oil for air-cooled engines that meets at least the API TC specification.

5.1.3 Mixing fuel

The engine will suffer damage if run with fuel mixed in the wrong ratio or with unsuitable oil.
Use a mixing ratio of 1:50. This corresponds to 1 part good-quality two-stroke oil that complies with
the API-TC specification and 50 parts gasoline (e.g. 100 ml oil and 5 liters of gasoline mixed in a
suitable canister).

1. Pour the required quantity of two-stroke oil into the fuel canister.
2. Then fill the gasoline into the fuel canister.
3. Close the fuel canister.
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4. Mix the fuel by shaking the fuel container.
If the quality of the two-stroke oil or the gasoline is unknown, then increase the mixing ratio to 1:25.

5.1.4 Filling the fuel tank
1. Mix the fuel (two-stroke oil / gasoline mixture) by shaking the fuel container.
2. Place the product in a steady upright position.
3. Open the fuel tank by turning the cap counterclockwise and then removing the cap.
4. Fill the tank slowly using a funnel.
5. Close the fuel tank by fitting the cap and then turning it clockwise.
6. Close the fuel canister.

5.2 Assembly and adjustment

WARNING
Risk of injury. Contact with the rotating cutting disc can lead to injury. Hot parts of the machine or a hot
cutting disc may cause burning injuries.
▶ Before fitting or adjusting any parts of the product, make sure that the engine is switched off, that the

cutting disc has completely stopped rotating and that the product has cooled down.
▶ Wear protective gloves.

5.2.1 Fitting a cutting disc 3
WARNING

Risk of injury and damage. Cutting discs or fastening parts that don’t fit correctly can suffer irreparable
damage or lead to loss of control of the product.
▶ Use only cutting discs with a rated maximum permissible speed that’s at least as high as the maximum

speed stated on the product. The cutting discs, flanges and screws used must fit the product.
▶ Use only cutting discs with an arbor size (mounting hole diameter) of 20 mm or 25.4 mm (1").

CAUTION
Risk of injury and damage. Damaged cutting discs may break.
▶ If the cutting disc has been subjected to an impact, check the disc for damage and replace it if necessary.
▶ Never use cutting discs that are damaged, run untrue or vibrate.
▶ Don’t use synthetic resin-bonded fiber-reinforced cutting discs which have exceeded their use-by date

or already softened due to water absorption.

1. Insert the locking pin in the hole in the drive belt cover and turn the cutting disc until the locking pin
engages.

2. Release the securing screw by turning the screw counterclockwise with the wrench and then remove the
screw and washer.

3. Remove the locking pin.
4. Remove the clamping flange and the cutting disc.
5. Check that the mounting bore of the cutting disc to be fitted corresponds with the centering collar of the

cutting disc mounting flange.
The mounting flange is equipped with a 20 mm diameter centering collar on one side and a 25.4
mm (1") diameter centering collar on the opposite side.

6. Clean the clamping and centering surfaces on the product and on the cutting disc.
7. Place the cutting disc with centering collar on the drive arbor and check that the direction of rotation is

correct.
◁ The direction-of-rotation arrow on the cutting disc must match the direction of rotation indicated on

the product.
8. Place the clamping flange and washer on the drive arbor and tighten the securing screw by turning it

clockwise.
9. Insert the locking pin in the locking hole in the drive belt cover and turn the cutting disc until the locking

pin engages.
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10. Tighten the clamping screw securely (tightening torque: 25 Nm).
11. Remove the locking pin.

After fitting a new cutting disc allow the product to run at full speed under no load for approx. 1
minute.

5.2.2 Adjusting the guard
DANGER

Risk of injury. Flying fragments or sparks could cause injury.
▶ Adjust the guard so that flying particles or fragments of the material removed and flying sparks are

directed away from the operator and the product.
▶ Hold the guard by the grip provided and rotate it to the desired position.

5.2.3 Conversion from normal cutting to flush cutting

The front section of the saw arm can be converted to allow flush cuts to be made (e.g. as close as
possible to edges and walls).

▶ If you wish to use the product in the flush cutting position, have the product converted by Hilti Service.

5.3 Locking rotary movement of the guide wheels 4

WARNING
Risk of injury. The saw could move inadvertently or fall down.
▶ When working on roofs, scaffolds and/or on slightly sloping ground or surfaces, always take steps to

prevent rotation of the guide wheels when the saw is not in use.
1. Release the guide wheel mounting screws and remove the guide wheels.
2. Reverse the guide wheels (turn through 180°) and refit the mounting screws.
◁ The integrated locking function is active.

3. Check that the guide wheels are securely fastened.

5.4 Mounting the gasoline-powered saw on the saw trolley (accessory) 5
1. Remove the water tank from the saw trolley.
2. Move the cutting depth adjustment lever into the upper position.
3. Open the hold-down device by releasing the screw knob.
4. Fit the saw into the forward mount with the wheels as shown and swing the grip of the saw under the

hold-down device.
5. Secure the saw by tightening the screw knob.
6. Fit the water tank after filling it.
7. Adjust the grip to a convenient working height.
8. Adjust the guard to the correct position. → page 12

Especially when using the machine in this configuration for the first time, check to ensure that the
throttle cable is correctly adjusted. When the throttle trigger is pressed fully, the product must run
up to maximum speed. If this is not the case, the throttle cable can be readjusted by way of the
cable tensioner.
When the throttle is not actuated, the engine must be idling and the cutting disc must not rotate.
If this is not the case, switch off by pushing the start/stop switch to the “stop” position and then
adjust the throttle cable or have the idling speed adjusted by Hilti Service.

5.5 Fitting the water pump (accessory) 6
1. Release the three pump cover retaining screws, remove the parts and store the pump cover in a safe

place.
The pump cover must be fitted if the tool is used without the water pump.
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2. Hold the water pump in position and turn the cutting disc slightly to bring the splines of water pump and
clutch bell into alignment so that the splines engage.
◁ The position is keyed so it is not possible to position the pump incorrectly.

3. Fit the three retaining screws and tighten them securely (tightening torque: 8 Nm).
4. Connect the pump hose to the hose connector on the saw.
5. Remove the protective cap from the end of the water connection hose.
6. Connect the water pump to the water supply or immerse the end of the suction hose in a container filled

with water.
The maximum permitted water supply pressure is 6 bar.

Fit the protective cap to the end of the water connection hose when the water pump is not
connected to a water supply.

5.6 Removing the water pump (accessory)
1. Disconnect the water supply from the water pump.
2. Fit the protective cap to the end of the water connection hose.
3. Disconnect the connector between the pump and the tool.
4. Release the three fastening screws on the pump and then remove the pump.
5. Fit the pump cover on the tool, insert the three retaining screws and tighten the screws securely

(tightening torque: 4 Nm).

6 Operation
6.1 Starting the engine 7, 8

DANGER
Risk of asphyxiation. Carbon monoxide, unburned hydrocarbons and benzene in the exhaust gas may
cause asphyxiation.
▶ Don’t work in closed rooms, trenches or pits and make sure the area is well ventilated.

WARNING
Risk of burning injury. The exhaust system gets extremely hot when the engine is running. It stays hot for a
long time after the engine is switched off.
▶ Wear protective gloves and avoid touching the exhaust system.
▶ Do not lay the product down on flammable material while hot.

WARNING
Risk of injury. A damaged exhaust system will raise the noise level above the permissible limit and thus
cause hearing damage.
▶ Never use the product if the exhaust system is damaged, missing or if it has been tampered with.

CAUTION
Risk of burns or injury through pinching the fingers when the water pump is fitted. Touching the pump
housing can cause burning injuries.
▶ Hold the forward grip only at the top and on the left side.
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1. If the following equipment exists, also take this action:
DSH 700
DSH 900

▶ Press the decompression valve (once).
▶ Squeeze the primer bulb 2 to 3 times until the primer bulb is completely filled with fuel.
▶ Move the start/stop switch to the “start” position.
▶ If the following conditions are met, also take this action:

Conditions: The engine is cold.

▶ Pull the choke lever upwards.
◁ The choke and half throttle are engaged.

▶ If the following conditions are met, also take this action:
Conditions: The engine is hot.

▶ Pull the choke lever upwards and then push it back down again.
◁ This engages half throttle. The choke is not engaged.

▶ Check that the cutting disc is free to rotate.
▶ Position your right foot over the lower part of the rear grip.
▶ Pull the starter handle slowly with your right hand until resistance is felt.
▶ Pull the starter handle vigorously.
▶ When the motor fires for the first time (after 2 to 5 pulls of the starter), move the choke lever back

down to its original position.
▶ Pull the starter handle vigorously and repeat this action until the engine starts.

The motor will flood if the starting procedure is repeated too many times with the choke
engaged.

▶ Press the throttle trigger briefly as soon as the engine starts.
◁ This disengages the half-throttle position and the engine then runs at idling speed when the

throttle is released.
2. If the following equipment exists, also take this action:

DSH 700-X
DSH 900-X

▶ Press the decompression valve (once).
▶ When starting the cold engine (only when cold), squeeze the primer bulb 2 to 3 times (until the primer

bulb is completely filled with fuel).
▶ Press the throttle safety grip and keep it pressed.
▶ Press the throttle trigger and keep it pressed.
▶ Move the start/stop switch to the “start” position.
▶ Release the throttle safety grip and throttle trigger.
◁ This half-throttle position is activated.

▶ Check that the cutting disc is free to rotate.
▶ Position your right foot over the lower part of the rear grip.
▶ Pull the starter handle slowly with your right hand until resistance is felt.
▶ Pull the starter handle vigorously.
▶ Repeat this action until the engine starts.
▶ Press the throttle trigger briefly as soon as the engine starts.
◁ This disengages the half-throttle position and the engine then runs at idling speed when the

throttle is released.

6.2 Checks after starting the engine
1. Check that the cutting disc remains stationary when the engine is idling and, after briefly running at full

speed, that the disc again comes to a complete standstill.
◁ Readjust (reduce) the idling speed if the cutting disc doesn’t stop rotating when the engine is idling.

If this is not possible, please bring the product to Hilti Service.
2. Check that the start/stop switch is functioning correctly. Move the start/stop switch to the “stop” position.
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3. If the following equipment exists, also take this action:
DSH 700
DSH 900

▶ If the engine doesn’t stop, push the choke lever upwards. If the engine still doesn’t stop, pull the
spark plug connector off the spark plug and bring the product to Hilti Service.

4. If the following equipment exists, also take this action:
DSH 700-X
DSH 900-X

▶ If the engine doesn’t stop, compress the primer bulb. If the engine still doesn’t stop, pull the spark
plug connector off the spark plug and bring the product to Hilti Service.

6.3 Switching the engine off

WARNING
Risk of injury. A rotating cutting disc can break or shatter, possibly resulting in flying fragments.
▶ Allow the rotating cutting disc to come to a complete standstill before you lay the saw down.

1. Release the throttle trigger.
2. Move the start/stop switch to the “stop” position.
◁ The engine stops.

6.4 Cutting techniques 9, 10
WARNING!

In order to work optimally with this tool, comply with the following safety instructions:
▶ Always hold the product and the saw trolley firmly with both hands on the grips provided. Keep the grips

dry, clean and free from oil and grease.
▶ Before starting work, and immediately after unforeseen contact is made with an obstacle, make sure that

the cutting disc and the guard are undamaged.
▶ Make sure there is no-one in the working area and, in particular, in the direction in which the cut is to be

made. Keep everyone approx. 15 m away from your workplace.
▶ Guide the product smoothly and do not apply lateral pressure to the cutting disc.
▶ Avoid dangerous operating positions.
▶ Always bring the cutting disc into contact with the workpiece at right angles. Do not attempt to change

the line of cut by applying lateral pressure or by bending the cutting disc while cutting is in progress.
▶ Secure the workpiece. Use clamps or a bench vise to hold the workpiece in position. The workpiece is

thus held more securely than by hand and both hands remain free to operate the product.
▶ Clamp round workpieces so that they cannot turn.
▶ Do not attempt to cut two or more workpieces at the same time. Cut them one after the other.
▶ Secure both the workpiece and the off-cut to prevent uncontrolled movement.
▶ When working with the saw trolley, check before use that the gasoline-powered saw is mounted correctly

on the saw trolley.
▶ Switch the gasoline-powered saw off immediately at the ON/STOP switch if the saw trolley throttle cable

sticks or if the throttle trigger sticks.
▶ Always use full throttle when cutting.
Prevent the cutting disc from stalling

WARNING
Risk of bruising or other injuries. Sticking / stalling of the cutting disc in the kerf may cause the saw to be
pulled forward, to climb or cause kickback.
▶ Take care to avoid sticking / stalling of the cutting disc while cutting.
Reasons for the cutting disc stalling:
• The cut is too deep.
• The kerf closes (e.g. when cutting pipes or slabs).
• The cutting disc is off-square in the kerf.
• The cutting disc is unsuitable for the job (the cutting disc becomes clogged).
• The cutting disc is inserted too quickly into an existing kerf.
The hazardous situations that result from stalling differ, depending on the working position.
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• Forward pull can occur when a horizontal cut is being made (e.g. in the ground). The saw suddenly
snatches forward, possibly pulling out of your hands.

• Climbing can occur when a vertical cut is being made (e.g. in a wall). The saw suddenly snatches upward,
possibly pulling out of your hands.

• Kickback can occur if the prohibited area of the disc is brought into contact with the workpiece.
To avoid the hazardous situations that result from stalling of the cutting disc:
▶ When cutting a thick workpiece, increase the depth of the kerf in steps. Avoid excessively deep cuts.
▶ Support slabs or large workpieces so that the kerf remains open during and after the cutting operation.
▶ Always bring the cutting disc into contact with the workpiece from above.
◁ Allow the cutting disc to contact the workpiece only at a point below the rotational axis of the disc.

▶ Take great care when guiding the cutting disc into an existing kerf.
▶ Do not tilt the cutting disc in the kerf.

7 Care and maintenance

WARNING
Risk of injury. Touching the rotating cutting disc or hot parts of the machine may lead to injury or burns.
▶ Switch the engine off and allow the product to cool down before all maintenance, repairs, cleaning or

servicing.

7.1 Maintenance table

Before use Every 6
months If necessary

Check that the tool is complete, in perfect condition
and free of leaks. Have it repaired if necessary. X

Check for dirt and foreign matter. Clean if necessary. X
Check that the controls function correctly. Have repairs
carried out if necessary. X

Check that the cutting disc is in perfect condition.
Replace if necessary. X

Check that all externally accessible nuts and screws are
securely tightened. X X X

Check that the fuel filter is clean. Replace it if neces-
sary. X X

Replace the air filter if the product does not start or
engine performance fades noticeably. X

Clean or replace the spark plug if the product does not
start or is difficult to start. X

Adjust the idling speed if the cutting disc does not slow
to a standstill when the engine is idling. X

Have the product repaired by Hilti Service if the drive
belt slips when a load is applied to the cutting disc. X

7.2 Cleaning or replacing the air filter 11

ATTENTION
Risk of damage. Entry of dust causes irreparable damage to the product.
▶ Never operate the machine if the air filter is damaged or missing.
▶ When changing the air filter, the product should stand upright and should not be laid on its side. Take

care to ensure that no dust finds its way onto the underlying filter screen.

Change the air filter if engine performance drops noticeably or if the engine becomes difficult to start.

1. Release the securing screw on the air filter cover and remove the cover.
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2. Carefully remove the dust adhering to the air filter and the filter chamber (use a vacuum cleaner).
3. Release the four screws retaining the filter holder and remove the air filter.
4. Fit the new filter and secure it with the filter holder.
5. Fit the air filter cover and tighten the retaining screws.

7.3 Replacing a broken starter cord 12

CAUTION
Risk of damage. The housing may suffer damage if the starter cord is too short.
▶ Never continue to use a broken starter cord. Replace it immediately.
1. Unscrew the three securing screws and remove the starter assembly.
2. Remove the remaining pieces of the starter cord from the spool and the starter handle.
3. Make a secure knot in the end of the replacement starter cord and then pass the free end of the cord

through the hole in the spool from above.
4. Pass the end of the cord through the opening in the starter housing from below, also through the starter

handle from below, and then make a secure knot in the end of the cord.
5. Pull a length of the starter cord out of the housing as shown in the illustration and pass it through the slot

in the spool.
6. Hold the cord securely close to the slot in the spool and then rotate the spool in a clockwise direction as

far as it will go.
7. Rotate the spool back from its end point at least a ½ revolution, max. 1 ½ revolutions, until the slot in the

spool is in alignment with the opening in the starter housing.
8. Hold the spool securely and pull the free end of the cord out of the housing towards the starter handle.
9. Hold the cord under tension, release the spool and allow the starter cord to be pulled in.
10. Pull the starter cord out as far as it will go and check to ensure that the spool can be turned by hand at

least a further ½ turn in a clockwise direction. If this is not possible, spring tension must be reduced by
one revolution in a counterclockwise direction.

11. Fit the starter assembly and press it down gently. Pull the starter cord slightly until the coupling engages
and the starter assembly is fully seated.

12. Secure the starter assembly with the three retaining screws.

7.4 Replacing the fuel filter 13

When refueling the product, take care to ensure that no dirt or foreign matter finds its way into the fuel
tank.

1. Remove the cap from the fuel tank.
2. Pull the fuel filter out of the fuel tank.
3. Check the condition of the fuel filter.
◁ Replace the fuel filter if it is very dirty or clogged.

4. Slide back the clip on the hose and remove the dirty fuel filter.
5. Fit a new fuel filter and secure it with the clip on the hose.
6. Push the fuel filter back into the fuel tank.
7. Close the fuel tank.

7.5 Cleaning the spark plug, setting the spark plug gap or replacing the spark plug 14

CAUTION
Risk of injury. The spark plug and parts of the engine may be hot immediately after the product has been in
use.
▶ Wear protective gloves and allow the product to cool down.

1. Use a gentle twisting motion to pull the cable connector off the spark plug.
2. Use the spark plug wrench to unscrew and remove the spark plug from the cylinder.
3. If necessary, clean the spark plug electrode with a soft wire brush.
4. Check the spark plug gap with the aid of a feeler gauge and, if necessary, reset it to the correct gap (0.5

mm).
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5. Fit the ignition cable connector to the spark plug and hold the threaded section of the spark plug against
the cylinder.

6. Move the start/stop switch to the “start” position.

WARNING
Risk of injury. Touching the electrodes presents a risk of electric shock.
▶ Don’t touch the spark plug electrodes.
7. Pull the starter cord (press the decompression valve first).
◁ An ignition spark must now be clearly visible.

8. Use the spark plug wrench to screw the spark plug into the cylinder (tightening torque: 12 Nm).
9. Fit the ignition cable connector to the spark plug.

7.6 Adjusting the carburetor 15
The carburetor of this product has been factory set for optimum performance and sealed to prevent tampering
(jets H and L). The idling speed of the machine (jet T) may be adjusted by the user. All other adjustments
must be carried out by Hilti Service.

Tampering with the carburetor settings may cause damage to the engine.

▶ Clean the air filter. → page 16
▶ Allow the product to run until it reaches its normal operating temperature.
▶ Use a suitable flat screwdriver (tip width 4 mm/ ⁵/₃₂ ") and do not force the adjusting screw beyond its

intended adjustment range.
▶ Adjust the idling speed jet (T) so that the engine runs smoothly when idling but the cutting disc does not

begin to rotate.

7.7 Care and maintenance of the machine

To help ensure safe and reliable operation, use only genuine Hilti spare parts and consumables. Spare
parts, consumables and accessories approved by us for use with the product can be found at your
local Hilti Center or online at: www.hilti.com

▶ Keep the product, especially its grip surfaces, clean and free from oil and grease.
▶ Do not use cleaning agents containing silicone.
▶ Clean the outer surfaces of the machine at regular intervals with a slightly damp cloth or a dry brush. Do

not use a spray, steam pressure cleaning equipment or running water for cleaning.
▶ Do not allow foreign objects to enter the interior of the product.

7.8 Maintenance
1. Check all external parts of the product and the accessories for damage at regular intervals and check

that all controls operate faultlessly.
2. Do not use the product if parts are damaged or if operating controls do not function faultlessly. Have the

product repaired by Hilti Service.

7.9 Checks after care and maintenance work
▶ After carrying out care and maintenance, check that all protective and safety devices are fitted and that

they function faultlessly.

8 Transport and storage
8.1 Transportation in a vehicle

DANGER
Risk of fire and explosion. If the product tips over during transport, fuel may run out of the fuel tank.
▶ Empty the product’s fuel tank completely before packing and shipping it.
▶ Transport the product, as far as possible, in its original packaging.
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WARNING
Fire hazard. Hot parts of the machine could ignite material lying about in the surrounding area.
▶ Allow the product to cool down completely before packing it away or loading it into a vehicle..

1. Remove the cutting disc.
2. Secure the product to prevent it falling over, thereby causing damage or fuel spillage.
3. Transport the saw trolley only when the water tank has been emptied.

8.2 Storing the fuel mixture

CAUTION
Risk of injury. As pressure may build up in the fuel tank there is a risk of fuel being forced out when the fuel
cap is opened.
▶ Accordingly, take care when opening the cap on the fuel tank.
▶ Store the fuel in a dry, well-ventilated room.

1. Mix only enough fuel for a few days’ use.
2. Clean the fuel container occasionally.

9 Troubleshooting
If the trouble you are experiencing isn’t listed in this table or you are unable to remedy the problem by
yourself, please contact Hilti Service.
Trouble or fault Possible cause Action to be taken
Cutting disc slows down or
stops completely while cut-
ting

Excessive cutting pressure applied
(cutting disc sticks and stalls in the
kerf).

▶ Reduce pressure when cutting
and guide the product in a
straight line.

The cutting disc is not correctly
fitted and tightened.

▶ Check how it is fitted and the
tightening torque.

Wrong direction of rotation. ▶ Fit the cutting disc. → page 11
The forward section of the saw arm
is loose.

▶ Have the product repaired by
Hilti Service.

High vibration, disc wanders
off the cutting line.

The cutting disc is not correctly
fitted and tightened.

▶ Check how it is fitted and the
tightening torque.

Cutting disc is damaged (or unsuit-
able specification, cracked, seg-
ments missing, bent, overheated,
deformed, etc.).

▶ Change the cutting disc.

The centering bushing is fitted in-
correctly.

▶ Check that the mounting bore
of the cutting disc to be
fitted corresponds with the
centering collar of the cutting
disc mounting flange.

The saw doesn’t start or is
difficult to start.

The fuel tank is empty (no fuel in
the carburetor).

▶ Fill the fuel tank. → page 11

Air filter clogged with dirt or dust. ▶ Change the air filter.
DSH 700
DSH 900

The engine is flooded (spark plug
wet).

▶ Remove the spark plug, dry the
plug and allow the cylinder to
dry out.

▶ Disengage the choke lever and
repeat the starting procedure
several times.

DSH 700-X
DSH 900-X

The engine is flooded (spark plug
wet).

▶ Remove the spark plug, dry the
plug and allow the cylinder to
dry out.
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Trouble or fault Possible cause Action to be taken
The saw doesn’t start or is
difficult to start.

Wrong fuel mixture. ▶ Empty the fuel tank and flush
out the tank and fuel supply line.

▶ Fill the fuel tank with the correct
fuel.

Air in the fuel line (no fuel reaching
the carburetor).

▶ Remove the air from the fuel
line by operating the fuel pump
several times.

The fuel filter is dirty or blocked (no
fuel or too little fuel reaching the
carburetor).

▶ Clean the fuel tank and change
the fuel filter.

No ignition spark visible or spark is
too weak (seen when spark plug is
removed).

▶ Clean the spark plug to remove
carbon deposits.

▶ Check the spark plug electrode
gap and set it correctly.

▶ Change the spark plug.
▶ Check the ignition coil, cable,

plug connections and switch
and change the defective part if
necessary.

Engine compression is too low. ▶ Check the engine compression
and, if necessary, replace worn
parts (piston rings, piston,
cylinder, etc.).

The ambient temperature is too
low.

▶ Allow the saw to warm up to
room temperature and repeat
the starting procedure.

The spark arrestor or exhaust exit
is clogged.

▶ Clean the spark arrestor or
exhaust exit.

The decompression valve is stiff to
operate.

▶ Make sure that the valve
operates freely.

Low engine power / poor
cutting performance

Air filter clogged with dirt or dust. ▶ Change the air filter.
No ignition spark visible or spark is
too weak (seen when spark plug is
removed).

▶ Clean the spark plug to remove
carbon deposits.

▶ Check the spark plug electrode
gap and set it correctly.

▶ Change the spark plug.
▶ Check the ignition coil, cable,

plug connections and switch
and change the defective part if
necessary.

Wrong fuel mixture. ▶ Empty the fuel tank and flush
out the tank and fuel supply line.

▶ Fill the fuel tank with the correct
fuel.

The disc specification is unsuitable
for the material to be cut.

▶ Change the cutting disc or ask
Hilti Service for advice.

Drive belt or cutting disc slips. ▶ Check that the cutting disc is
clamped securely.

▶ Have the product repaired by
Hilti Service.

Engine compression is too low. ▶ Check the engine compression
and, if necessary, replace worn
parts (piston rings, piston,
cylinder, etc.).
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Trouble or fault Possible cause Action to be taken
Low engine power / poor
cutting performance

The product is used at an altitude
greater than 1500 meters above
sea level.

▶ Have the carburetor adjusted
by Hilti Service.

Incorrect carburetor setting (fuel /
air mixture).

▶ Have the carburetor adjusted
by Hilti Service.

Cutting disc rotates while the
engine is idling.

Idling speed is too high. ▶ Check the idling speed and
adjust it if necessary.

The half-throttle position is en-
gaged.

▶ Release the half-throttle posi-
tion.

Faulty centrifugal clutch. ▶ Change the centrifugal clutch.
Cutting disc doesn’t rotate. Inadequate drive belt tension or the

drive belt is broken.
▶ Have the product repaired by

Hilti Service.
Starter assembly doesn’t
work.

The clutch claws are not engaging. ▶ Clean the clutch claws so that
they move freely.

Starter cord is broken. ▶ Replace the starter cord.

10 Disposal
Most of the materials from which Hilti products are manufactured can be recycled. The materials must be

correctly separated before they can be recycled. In many countries, your old tools, machines or appliances
can be returned to Hilti for recycling. Ask Hilti Service or your Hilti representative for further information.
Drilling slurry
Disposal of drilling slurry directly into rivers, lakes or the sewerage system without suitable pretreatment
presents environmental problems.
▶ Ask the local public authorities for information about current regulations.
We recommend the following pretreatment:
▶ Collect the drilling slurry (for example, using a wet-type vacuum cleaner).
▶ Allow the drilling slurry to settle and dispose of the solid material at a construction waste disposal site

(addition of a flocculent may accelerate the settling process).
▶ The remaining water (alkaline, pH value greater than 7) must be neutralized by the addition of an acidic

neutralizing agent or diluted with a large volume of water before it is allowed to flow into the sewerage
system.

11 China RoHS (Restriction of Hazardous Substances)
Click on the links to go to the table of hazardous substances: qr.hilti.com/r4793 (DSH 700),
qr.hilti.com/r4828495 (DSH 700-X), qr.hilti.com/r4496 (DSH 900) and qr.hilti.com/r4828498 (DSH 900-X).
There is a link to the RoHS table, in the form of a QR code, at the end of this document.

12 Manufacturer’s warranty
▶ Please contact your local Hilti representative if you have questions about the warranty conditions.
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דועיתהלעםינותנ1
הזדועיתתודואלע1.1

.תולקתתלוטנוהחוטבהדובעחיטבהלןתינךכקר.ןושארהשומישהינפלואולמבהזדועיתתאארק•
.רצומהלעתוניוצמההלאלוהזדועיתבשתורהזאהותוחיטבהתוארוהלתייצ•
.רצומהתאריבעמהתאוילאשםדאלןתואריבעהלדפקהו,רצומלדומצבדימתהלעפההתוארוהתארומש•

םינמיסהרבסה1.2
תורהזא1.2.1

:תואבהחתפמהתולימתועיפומהזךירדמב.רצומבשומישבתונכסינפמתוריהזמתורהזאה

הנכס
!הנכס
.תוומלואתושקףוגתועיצפלהליבומה,תידיימהנכסתנייצמ◀

הרהזא
!הרהזא
.תוומלואתושקףוגתועיצפלליבוהלהלוכיש,תירשפאהנכסתנייצמ◀

תוריהז
!תוריהז
.שוכרלםיקזנלואתועיצפלליבוהלוןכוסמתויהללולעשבצמתנייצמ◀

הזךמסמבםילמס1.2.2
:הזדועיתבםיעיפומםיאבהםילמסה

שומישהינפלהלעפההתוארוהתאארק

ףסונישומישעדימושומישלתויחנה

רוזחימלםירמוחבןוכנלופיט

תוללוסוםיילמשחםירישכמתיתיבהתלוספלךילשהלןיא

םירויאבםילמס1.2.3
:םירויאבםישמשמםיאבהםילמסה

תוארוההתרבוחתליחתבםיאתמהרויאלםינפמהלאםירפסמ
טסקטבתוניוצמהתולועפהףצרמםינושתויהלםייושעםהו,תולועפהףצרתאםיפקשמםירויאבםירפסמה

רצומהתריקסקרפבארקמבםירפסמהתאםימאותוהריקסרויאבםיעיפומםיטירפהירפסמ

.רצומבשומישהתעבתדחוימהךבלתמושתתאררועלרומאהזןמיס

תיטוחלאםינותנתרובעת

רצומהםגדלםייפיצפסםילמס1.3
רצומהלעםילמס1.3.1

:רצומהלעםיעיפומםיאבהםילמסה

קסידהןגמלעבוביסהןוויכץח
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דמועעונמ

לעופעונמ

הענתהתבאשמ

קרסבצמריחנלשןונווכגרוב

האלמהתרעצמהןונווכגרוב

קרסבצמרובעןונווכגרוב

קלדתבורעת

לכמההסכמתחיתפלבוביסןוויכ

)X-םעאל(קנשמ

)X-םעאל(תרעצמ-יצח

ןגמתדסקוהמישנתכסמ,הנגהיפקשמ,העימשינגמ

ןגמתופפכבשמתשה

תוחיטבילענבשמתשה

תיטוחלאםינותנתרובעת

הנוכמהלעתוקבדמ1.4
הרהזאלמס

תוצוצינבקעהפרשינפמהנכס

עתרינפמהרהזא

הטילפיזגוםיליערםידאתפיאשינפמהרהזא

ריצהלשיברמד"לס

םימחחטשינפמהרהזא

רוסיאלמס

םיננושמםיקסידבשמתשהלןיא

םימוגפםיקסידבשמתשהלןיא

היולגשאתברקבדובעלוןשעלןיא

רצומהיטרפ1.5
קזחתל,לעפתלםיאשר,המיאתמהרשכהורבעש,םישרומםישנאקרו,יעוצקמהשמתשמלםידעוימלשםירצומה
םינכוסמתויהלםילולעולשםירזעהוראותמהרצומה.תוירשפאהתונכסהתאדחוימןפואבדומללםיבייחהלאםישנא.םתואןקתלו
.דועיילםאתהבאלשםהבםישמתשמרשאכואיעוצקמאלןפואבםהבםישמתשמהמיאתמהרשכהורבעאלשםישנארשאכ
.םגדהתיחוללעםיניוצמירודיסהרפסמהוםגדהםש
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.רצומהינותנתאןייצלשיתורישתדבעמלואוניגיצנלהיינפלכב.האבההלבטבירודיסהרפסמהתאםושר◀
רצומהינותנ

DSHקסידרוסמ 700 | DSH 900 | DSH 700-X | DSH 900-X
02:רוד
:ירודיס'סמ

תומיאתתרהצה1.6
לשםוליצונשיהזדועיתףוסב.םיפקתהםינקתהותונקתהתאםאותןאכראותמהרצומהיכתידעלבהונתוירחאבםיריהצמונא
.תומיאתהתרהצה
:ןאכרומשינכטהדועיתה

Hilti Entwicklungsgesellschaft mbH | Zulassung Geräte | Hiltistraße 6 | 86916 Kaufering, DE

תוחיטב2
םישנאלשתוחיטב2.1
ןיקתאוהשכוודועיילםאתהבקראלא,דעויאוהןמשלאלשתורטמלרישכמבשמתשתלא.םיאתמהרישכמבשמתשה◀

.ירמגל
.רישכמבםייונישואתויצלופינמןפואםושבעצבתלא◀
שומישהמתועבונהתונכסלםיעדומשוחוטבןפואבובשמתשהלדציכודמלש,רישכמהתאבטיהםיריכמשםישנאקר◀

.םידלילדעוימוניארצומה.הזרישכמבשמתשהלםיאשררישכמב
תחתואףייעהתאשכרצומבשמתשתלא.רצומהםעדבועהתארשאכהנובתבלעפו,השועהתאשהמלבלםיש,ינרעהיה◀

.תושקתועיצפםורגלידכרצומבשומישהןמזבבל-תמושתרסוחלשדחאעגרביד.תופורתואלוהוכלא,םימסתעפשה
ןגמתדסקבוןגמיפקשמבשמתשהלםוקמתברקבםיאצמנהםישנאושמתשמהםיבייחהדובעבאצמנרישכמהשןמזלכ◀

.הלקהמישנתכסמבוהעימשינגמב,תוחיטבילענב,הנגהתופפכב,םימיאתמ
.זירגואןמשאללותויקנ,תושביהזיחאהתוידילערומש.ולשהזיחאהתוידיבםיידייתשבדימתבטיהרישכמהתאזוחא◀
םקוממובטיהרבוחמתויהלבייחאוה.הנוכנהרוצבקסידהןגמתאןקתה.קסידןגמאללרישכמבשמתשהלןיאםלועל◀

אדו.רתויבהבוטההנגההתאקינעיאוהךכ,ףושחהיהישמתשמהןוויכבשךותיחהקסידמרשפאהלככןטקקלחשךכ
יקסידלשםיקלחינפמשמתשמהלעהנגהלשמשמקסידהןגמ.הנכסםיווהמםניאהדובעהךלהמבםירצונשתוצוצינש
.הטילשאללםיפעשתוצוצינינפמןכוךותיחהקסידבןווכמאלעגמינפמואורבשנשךותיח
!העיצפתנכס–םיבבותסמםיקלחבתעגלןיא◀
אלףוגתוחונתמענמיה.םייופצאלםיבצמברצומברתויבוטטולשללכותךכ.לקשמיווישלעדימתרומשוביציןפואבדומע◀

.תויעבט
םידגב.םיענםיקלחמתופפכוםידגבה,רעשהתאקחרה.םיטישכתואםיבחרםידגבשבלתלא.םימיאתמםידגבשבל◀

.םיענםיקלחבספתיהלםילולעךורארעישוםיטישכת,םיפפור
.ךרוצההרקמבךותיחהקסידתאףלחה.וקוזינךותיחהקסידורצומהםאקודבלשיולפנךותיחהקסידוארצומהםא◀
.קסידתפלחהינפלואקסידהןגמןונווכינפלרצומהתאהבכ◀
.תויווכלותועיצפלםורגללולעךותיחהקסידבעגמ.ילכתפלחהתעבםגתוחיטבתופפכשבל◀
.םייניעהוףוגהתאעוצפלםילולעםיזתינשרמוחיבבש.םייניעינגמבשמתשה◀
.טלפסאוםיילרנימםירמוחךותיחךלהמבקבאהתורצוויהתאתיחפהלידכ,בוטררוסינךילהתבדובעלץלמומ◀
.בוטרךותיחתעברצונשץובברועהלשעגמענמ◀
קבאיגוסבהעיגנ.תואירבלקיזהללולעתוכתמוםילרנימ,םימיוסמץעיגוס,תרפועםיליכמהםיעבצןוגכםירמוחמקבא◀

םיאצמנהםישנאלשואשמתשמהלשהמישנהיכרדבתולחמלוא/ותויגרלאתובוגתלםורגלתולולעםתפיאשואהלא
םוקמבקיפסמרורוואלגאד.בוטרךותיחבדובעלםיצילממונאךותיחהךלהמברצונהקבאהתאתיחפהלידכ.םוקמתברקב
םירמוחבהדובעלעגונבךתנידמבתופקתהקוחהתונקתלבלםיש.P2ןוניסגורידבהמישנתכסמשובללץלמומ.הדובעה
.לפטמהתאםהבש
.טסבסאםיליכמהםירמוחרסנלרוסא◀
רישכמהמתודיערה.ךיתועבצאלםדהתמירזתארפשלידכתועבצאיליגרתוהיפרהיליגרתםגומכהדובעבתוקספהךורע◀

ףכישרושואםיידיהתופכ,תועבצאהלשםיבצעהתכרעמבואםדהילכבתוערפהלםורגלתכשוממהדובערחאלתויושע
.דיה
םיצירחךותיח.הדובעהתליחתינפלםיאתמעדימלבקלידכהיינבהרתאלהנמלואלכירדאל,יארחאהןיינבהסדנהמלהנפ◀

.תואשונתורוקואןויזלזרבלשךותיחבדחוימב,הנבמהקזוחלעעיפשהליושעםירחאםיינבמםיביכרבואםיכמותתוריקב
עוצפלולופילםייושעהצירפהתודובעמםירמוח.ךלשהדובעהםוקמלשידגנהדצברוזאהתאחטבאלשיהצירפתודובעב◀

.םירחאםישנא
עקרקהלערצומהתאחינתשינפלירמגלרצענקסידהשדעןתמהועונמהתאהבכ.החגשהאלללועפלרצומלחינתלא◀

.הלבוההינפלו
.הבאשמהחתפיוסיכתארבחלדיפקהלךילע,תינוציחםימתבאשמאללרצומהתאליעפמהתאםא◀
.שומישהרחאלרישכמהתאהבכ◀
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שומישהינפל.רצומהלשןיקתהדוקפתלהעירפמההדימבוקוזינואורבשנשםיקלחםנשיתאקודב.הדפקהברצומבלפט◀
.םיניקתאלםיקלחןוקיתלגאדרצומב
.Hiltiלשםיירוקמהדובעילכבוםירזיבאבקרשמתשהלשיתועיצפעונמלידכ◀
תוחיטבלעהרימשחיטבתךכ.דבלבםיירוקמףוליחיקלחבםישמתשמה,םיכמסומםיאנכטידיבקרךלשרצומהןוקיתלגאד◀

.רצומה
.ךתנידמבתופקתההדובעבתוחיטבהתונקתלתייצ◀

למשחבתוחיטב2.2
םילוכירישכמבםיינוציחםייתכתמםיקלח.םירתסנםימואזגתורוניצ,למשחילבכםנשיםאקודבהדובעהתליחתינפל◀

.למשחיווקבגגושבםיעגונםהרשאכתולמשחתהלםורגל

הדובעהםוקמבתוחיטב2.3
.הדובעהרוזאבהבוטהרואתלגאד◀
.קנחלםורגלםילולעש,ןזנבוםיפורשאלםינמימחפ,ינצמח-דחןמחפםיליכמהטילפהיזג.םירוגסםיללחבדובעתלא◀
לולעהדובעהםוקמברדס-יא.ךתואעוצפלםילולעשםיצפחהדובעהתביבסמקחרה.ךלשהדובעהרוזאברדסלערומש◀

.תונואתלםורגל
תוצוצינהשאדו.םיצוציפלוא/ותופרשלםורגלםילולערוסינהךלהמבםירצונשואהטילפהיזגבםיאצמנשםיטהולתוצוצינ◀

.)המודכוםיזג(םיציפנםירמוחוא)שביבשע,ןיזנב(םיקילדםירמוחםיתיצמםניא
.רב6לשרתומהיברמהץחלהלעהלועוניאתרנצבםימהץחלשאדוםימהתבאשמתנקתהינפל◀
.הכלוההתלגעלשהליפנענמתךכ.הכלוהתלגעלרבוחמרוסמהרשאכקראלמהםימהלכמתאןקתה◀
.ביציםידמועהכלוההתלגעורצומהשדימתאדו.תעפושמעקרקלעהכלוההתלגעתאורצומהתאדימעתלא◀

םידאו)ןמשוןיזנב(םילזונ2.4
.קולדתהינפלררקתהלרצומלרשפא◀
.קולדתןמזבןשעלןיאםלועל◀
.ךפשמבשמתשה.קלדהצוחהךופשלאלשקולדתהתעבדפקה.הדובעהרוזאברצומהתאקלדתלןיא◀
.קיפסמרורוואלעדפקה.הטילפיזגוןיזנבידאתפיאשמענמיה◀
.םירחאםיקילדםילזונואןיזנבתועצמאבהקנתלא◀

ךותיחיקסידםעךותיחתודובע2.5
.ריצהלשרתויבהובגהד"לסהומכתוחפלהובגםהלשרתומהד"לסהשךותיחיקסידבקרשמתשה◀
.ךלשרצומהרובעתושורדהתודימהתאםימאותךותיחהקסידלשיבועהוינוציחהרטוקהיכאדו◀
.םיטטורואםילוגעאל,םימוגפךותיחיקסידבשמתשהלןיאםלועל◀
ואתוועמקסידףוג,םוגפחדק,םיהקואםירובשםיטנמגס,קסידהףוגבםיקדס(םימוגפםולהיךותיחיקסידבשמתשהלןיא◀

דצבםיטלובםניאשםולהייטנמגס,םולהיהיטנמגסלתחתמיולבקסידףוג,רתיתוממחתהבקעיביסמעבציוניש,םקועמ
.)האלהןכו
.םיננושמךותיחילכבשמתשהלןיא◀
.ריצהלשבוביסהןוויכלםיאתמךותיחהקסידלשןיוצמהבוביסהןוויכשךותיחהקסידרוביחתעבבלםיש◀
קיודמבםימיאתמםניאשךותיחיקסיד.ךלשרצומהריצלקיודמבםיאתהלםיבייחםירחאםירזיבאואםינגואוךותיחיקסיד◀

.רישכמבהטילשןדבאלםורגלםילולעודואמקזחודערי,הקלחאלהרוצבובבותסירצומהלשריצל
םיאתמידגנהןגואהרשאכ.שמתשמהתאובשךותיחהקסידלםיאתמה,ןוכנרטוקלעב,ירמגלןיקתידגנןגואבשמתשה◀

.רבשייךותיחהקסידשתוריבסהתאתיחפמךכבוךותיחהקסידבךמותאוה
ןיא.רמוחלהרשיתיווזבדימתךותיחהקסידתאברק.ךותיחהקסידלעידצץחלתלעפהאללודיחאבצקברצומהתאלבוה◀

.קסידהתייטהתועצמאבואידצץחלתלעפהתועצמאבךותיחהןוויכתאךותיחהךלהמבתונשל
.הדובעבטהלתמךותיחהקסידשרחאמ,ךותיחקסידתפלחהתעבןגמתופפכבשמתשה◀
תוביטרהתועפשהלתכשוממהפישחשרחאמ,דחאםויךותבתובוטרךותיחתודובעבםישמשמההזחשהיקסידךורצלשי◀

.תותימצלקסידהתודימעבתועגופתוחלהו
הגופתךיראתרחאלךותיחיקסידבשמתשתלאו,יתוכאלמףרשרשקמרמוחילעבךותיחיקסידלשהגופתהךיראתלבלםיש◀

.הז

ןוסחאוהלבוה2.6
.הלבוהינפלרצומהתאהבכ◀
.קזניהללולעקסידה,רבוחמקסידהשכרישכמהתאםיליבומםא.שומישהרחאלרצומהמךותיחהקסידתאקתנ◀
.ןרציהתויחנהלםאתהבםתוארומשו,תוריהזבםיקסידבלפט◀
.ודצלעבכושאלורשידמועאוהשכקררצומהתאלבוהוןסחא◀
.הכלוההתלגעתלבוהינפלםימהלכמתאקתנ.דחיברצומהםעהלגעהתאבחסתלא◀

Printed: 17.05.2018 | Doc-Nr: PUB / 5409837 / 000 / 02



26 תירבע 2122988 *2122988*

.ףונמתועצמאברצומהוהכלוההתלגעתאליבוהלרוסא◀
,לוענואהבגומושביםוקמבןסחאלשישומישבםניאשםירצומ.שומישבםניאשכםירצומהתאחוטבםוקמברומשלשי◀

.םידלילשםדיגשיהלץוחמ
.הביציהרוצברצומהתאדימעהלדפקה◀
.ותואהסכמואזרואהתאשינפלשומישהרחאלררקתהלרצומלרשפא◀
.קוחהתושירדבםידמועשםילכמבובטיהררוואמללחבןמשוןיזנבןסחא◀

רואית3
רצומהתריקס3.1

1ענוממקסידרוסמ3.1.1
קסידןגמ@
םימתקפסא;
תימדקהזיחאתידי=
םימםותסש%
הענתהתידי&
קלדהלכמהסכמ)
DSH(תרעצמ-יצחתליענ/קנשמתידי( וא700

DSH 900(
תרעצמהקדה+
תירוחאהזיחאתידי§
םגדתיחול/
קלדדמ:
הכלוהילגלג∙
ךותיחקסיד$
קודיהגרוב£
ידגנןגוא|
תצמהעקת¡
Qץחלתתחפהםותסש
Wתוחיטבתידי
Eיוביכ/הלעפהגתמ)DSH DSHוא700 900(
Eהנבומתרעצמ-יצחתליענםעיוביכ/הלעפהגתמ

)DSH 700-XואDSH 900-X(
Rהענתהתבאשמ
Tםימרוביח
Zקסידהןגמןונווכתידי
Uלשימדקהקלחבץח(ךותיחהקסידלשבוביסהןוויכ

)קסידהןגמ
Iרוסמהעורז
Oךותיחקסידתפלחהךרוצלהליענחדק
Pהבאשמהחתפיוסיכ
Üריוואהןנסמיוסיכ
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2)רזיבא(הכלוהתלגע3.1.2
הזיחאתידי@
תרעצמהקדה;
ךותיחהקמועןונווכ=
קותירןקתה%
םימלכמ&
םימרוביח)
ריצהןונווכ(
תרעצמלבכ+
הנוכמהאשונ§

דועיילםאתהבשומיש3.2
יקסידתועצמאב,םייתכתמואםיילרנימןיינבירמוחןכוטלפסאלשבוטרואשביךותיחלענוממקסידרוסמוהזראותמהרצומה
.הלגעתועצמאבואתינדיותואליבוהלןתינ.םולהיךותיחיקסידוהזחשה
.ץוציפואהפרשתנכסהבשישהביבסבשומישלדעוימוניארוסמה

שומישלתוצלמה3.3
:םיצילממונא
תיאמצעההביאשהתלעבםימהתבאשמתועצמאב.ךותיחהתעבקבאתורצוויהתיחפהלידכ,בוטררוסינךילהתבדובעל•

.לכממתורישיםימתביאשתועצמאבהמגודל,םימהתשרבתולתאללדובעללכות)רזיבא(
קמועלהגרדהברודחךכו,בושוךולהםימעפהמכרוסמהתאךלוהאלא,דחאהדובעבלשבהדובעבשקלחהתאךותחתלא•

.שקובמה
םיקזנעונמלידכ,תוינש10-כךשמלתוינש60דע30לכהדובעהןמזברמוחהמךותיחהקסידתאםירהלשישביךותיחב•

.םולהיהקסידל
םירמוחךרדךותחךכםשל;)רשקמהרמוחלרבעמםיטלובםניאםימולהי(ההקתהאוהםאםולהיךותיחהקסידתאזחשה•

.המודכולוחןבאןוגכ,דחוימבםיקחוש
.)רזיבא(הכלוהתלגעלערוסמהתאןיקתהלשיטלפסאואןוטבךותיחלשתויביסמתודובעךרוצל•

ךותיחהיקסידטרפמ3.4
ENןקתלםאתהבםולהיךותיחיקסידבהזרצומרובעשמתשהלשי רביפיקסידבםגהזרצומרובעשמתשהלרשפא.13236

ENןקתלםאתהביטתניסףרשרשקמרמוחםע .םייתכתמןיינבירמוחדבעלידכ)41גוס,םירומקאל,םיחוטשםיקסיד(12413
.ךותיחהקסידןרצילששומישהוהנקתההתוארוהבלםישלשי

הקפסאטרפמ3.5
DSHםימגדבקר(DSHםילכתמםירמוחתכרע,DSHםילכתכרע,ענוממקסידרוסמ 700-X/900-X(,הלעפהתוארוה.
www.hilti.com:תבותכבטנרטניאבואHiltiזכרמבאצמתךלשרצומהרובעםירשואמהםיפסונםירצומ

םילבתמםירמוחוםילכתמםירמוח3.6
ריוואןנסמ•
)תודיחי5(לבח•
ענתמ•
ןיזנבןנסמ•
תצמ•
הדובעילכתכרע•
רדניליצתכרע•
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םלשרוביחרוב•
)תודיחי2(ןגוא•
1"/מ"מ20זוכרמתעבט•

םיינכטםינותנ4
ענוממקסידרוסמ4.1

DSH 700 30/12"/
DSH 700-X 30/12"

DSH 700 35/14"/
DSH 700-X 35/14"

ק"מס68.7ק"מס68.7עונמחפנ
ג"ק11.9ג"ק11.6קירלכמ,ךותיחקסידאלללקשמ
ג"ק42.9ג"ק42.6קירלכמ,ךותיחקסידאלל,הכלוהתלגעםעלקשמ
ISOיפלד"לס7500-בבוקנקפסה טאווליק3.5טאווליק72933.5
ד"לס5,100ד"לס5,100ריצהלשיברמד"לס
ד"לס5,100ד"לס5,100ךותיחהקסידלשיברמד"לס
מ"מ125מ"מ100יברמךותיחקמוע

DSH 900 35/14"/
DSH 900-X 35/14"

DSH 900 40/16"/
DSH 900-X 40/16"

ק"מס87ק"מס87עונמחפנ
ג"ק12.4ג"ק12.0קירלכמ,ךותיחקסידאלללקשמ
ג"ק43.4ג"ק43.0קירלכמ,ךותיחקסידאלל,הכלוהתלגעםעלקשמ
ISOיפלד"לס7500-בבוקנקפסה טאווליק4.3טאווליק72934.3
ד"לס4,700ד"לס5,100ריצהלשיברמד"לס
ד"לס4,700ד"לס5,100ךותיחהקסידלשיברמד"לס
מ"מ150מ"מ125יברמךותיחקמוע

םיפסונםיינכטםינותנ4.2

ריווארוריק/דחארדניליצ/תומיעפיתשעונמעונמגוס
±9500ד"לס200ילמיסקמעונמד"לס
±2750ד"לס250קרסבוביסתוריהמ
תינורטקלאתרקובמהתצהתדוקנ)גוס(התצה
מ"מ0.5הדורטקלאהחוורמ
CMR7A-5:גוס,NGK:ןרציתצמ
'מ-ןוטוינ12תצמהרוביחךרוצלקודיהטנמומ
DSHרוטרוברק 895:גוס;WT:םגד;Walbro:ןרצי700/900
DSHרוטרוברק 700-X/900-Xןרצי:Walbro;םגד:WT;1152:גוס
)API-TC2%)1:50ןמשקלדתבורעת
ק"מס900לכמחפנ
בתותלשזוכרמהתעבטרטוק/ךותיחהקסידרוביחלחדק
זוכרמה

מ"מ20

בתותלשזוכרמהתעבטרטוק/ךותיחהקסידרוביחלחדק
זוכרמה

מ"מ25.4

מ"מ102ןגואהלשילמינימינוציחרטוק
מ"מ5.5)קסידהףוגיבוע(יברמקסידיבוע
'מ-ןוטוינ25ךותיחקסידרוביחךרוצלקודיהטנמומ

ISOהנקתלםאתהבודדמנתודיערהוםישערהיכרע4.3 19432
ןיבהאוושהךרוצלםהבשמתשהלןתינו,ינקתההדידמהךילהלםאתהבודדמנהלאתוארוהבםיניוצמהתודיערהולוקהץחליכרע
.םיסמועהלשתינמזהכרעהלםגםימיאתמםה.םיענוממקסידירוסמ
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םירזיבאבולישב,םירחאםישומישלרישכמבםישמתשמםאםלוא.רישכמבםיירקיעהםישומישלםיפקתםיניוצמהםינותנה
ןמזךשמלםיסמועהתסירפתאזתובקעב.תונתשהלםייושעםינותנה,תקפסמהקוזחתרבועוניארישכמהםאואםירחא
.יתועמשמןפואבההובגתויהלהיושעולוכהדובעה
שומישבוניאךאלעופאוהםהבשואיובכרישכמהםהבשםינמזהתאםגןובשחבתחקלשיםיסמועהלשתקיודמהכרעהךרוצל
.יתועמשמןפואבהכומנתויהלהיושעולוכהדובעהןמזךשמלםיסמועהתסירפתאזתובקעב.לעופב
לשורישכמהלשהקוזחת:ןוגכ,תודיערוא/ולוקלשתועפשההינפמשמתשמהלעהנגהלתופסונתוחיטבתויחנהעובקלשי
.הדובעהיכילהתןוגרא,תומחםיידילעהרימש,םירבוחמההדובעהילכ
שעריכרע

DSH 700 30/12"/
DSH 700-X 30/12"

DSH 700 35/14"/
DSH 700-X 35/14"

ISOלוקץחלתמר 19432)ISO 11201()Lpa,eq(dB(A)99dB(A)99
dB(A)2.8dB(A)2.8תואדויא
EC)ISO/2000/14הדידמבלוקקפסהתמר 3744(dB(A)108dB(A)108
dB(A)2.5dB(A)2.5תואדויא
EC)ISO/2000/14תיאדולוקקפסהתמר 3744()Lwa(dB(A)111dB(A)111

DSH 900 35/14"/
DSH 900-X 35/14"

DSH 900 40/16"/
DSH 900-X 40/16"

ISOלוקץחלתמר 19432)ISO 11201()Lpa,eq(dB(A)102dB(A)102
dB(A)3.0dB(A)3.0תואדויא
EC)ISO/2000/14הדידמבלוקקפסהתמר 3744(dB(A)112dB(A)112
dB(A)2.5dB(A)2.5תואדויא
EC)ISO/2000/14תיאדולוקקפסהתמר 3744()Lwa(dB(A)115dB(A)115
םיללוכתודיעריכרע
.אלמסמוע6/7-וקרס1/7לשםיאנתבודדמנתודיערהיכרעםגומכלוקהץחלתמר

DSH 700 30/12"/
DSH 700-X 30/12"

DSH 700 35/14"/
DSH 700-X 35/14"

ISOםינפלמהזיחאהתידיבתודיערךרע 19432)EN
12096()ahv,eq(

²'נש/'מ²4.7'נש/'מ4.5

²'נש/'מ²2.2'נש/'מ2.4תואדויא
ISOרוחאמהזיחאהתידיבתודיערךרע 19432)EN

12096()ahv,eq(
²'נש/'מ²5.0'נש/'מ3.2

²'נש/'מ²2.1'נש/'מ2.1תואדויא

DSH 900 35/14"/
DSH 900-X 35/14"

DSH 900 40/16"/
DSH 900-X 40/16"

ISOםינפלמהזיחאהתידיבתודיערךרע 19432)EN
12096()ahv,eq(

²'נש/'מ²5.2'נש/'מ6.3

²'נש/'מ²2.3'נש/'מ1.9תואדויא
ISOרוחאמהזיחאהתידיבתודיערךרע 19432)EN

12096()ahv,eq(
²'נש/'מ²4.5'נש/'מ6.2

²'נש/'מ²2.1'נש/'מ2.7תואדויא

הנושארהלעפה5
קלד5.1

ייחךשמודוקפתהלעתערכמהעפשההעיפשמקלדהתבורעתתוכיא.ןמשוןיזנבלשקלדתבורעתבענומתומיעפיתשהעונמ
.עונמהלשתורישה
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הנכס
.רתויבםיקילדםהןיזנבידא.ץוציפוהפרשתנכס
.קולדתןמזבןשעלןיאםלועל◀
.)הדובעהםוקממםירטמ3תוחפללשקחרמ(הדובעהםוקמברצומהתאקלדתלןיא◀
.ררקתמעונמהשדעןתמה.לעופעונמהשכרצומהתאקלדתלןיא◀
.ןיזנבהידאתאתיצהלםילוכישםוקמבתוצוצינואתובהלןיאשאדו◀
.םוקמהתאדימהקנ,קלדךפשנתאזלכבםא.קלדךופשלאלשדפקה◀
.םוטאקלדהלכמשאדו◀

תוריהז
.םייתואירבםיקזנםורגלםילולעומצעןיזנבבעגמוןיזנבידאתפיאש.העיצפתנכס
.ןגמתופפכשבל.ןיזנבלרועהןיברישיעגמענמ◀
.דימםתואףלחהקלדבוכלכלתהךידגבםא◀
.ןיזנבידאתפיאשעונמלידכ,הדובעהםוקמבבוטרורוואלגאד◀
.קוחבשרדנכקלדלכמבשמתשה◀

תאאיבהלשילקלואמןיזנבםעהדובעבםיקזנעונמלידכ.ליגרןיזנבומכ)לקשמ(תופיפצהתואלעבוניאלקלואמןיזנב
.)1:25(4%-לןמשהתלוכתתאלידגהלרשפאןיפולחל.Hiltiלשתורישתדבעמבןונווכלרצומה

ןיזנב5.1.1
.89ןטקואמתוחפאלםלוא,95ןטקואןיזנבואליגרןיזנבבשמתשה◀

םייחהתלחותתרחא,10%איהשומישבשקלדב)םירחאולונתמ,לונתאןוגכ(תרתומהתיברמהלוהוכלאהתלוכת
.תיתועמשמתחפתעונמהלשהיופצה

תומיעפיתשןמש5.1.2
.API-TCטרפמתושירדלתוחפלהנועה,ריווארוריקילעבםיעונמלתומיעפיתשןמשבשמתשה◀

קלדבוברע5.1.3

.עונמלקזנםורגיםיאתמאלןמשבואיוגשתבורעתסחילעבקלדבשומיש
ןיזנבםיקלח50-וAPI-TCטרפמביתוכיאתומיעפיתשןמשלש1קלחרמולכ,1:50לשתבורעתסחיבשמתשה
.)ןקיר'גמיולימבןיזנברטיל5-וןמשל"מ100המגודל(

.קלדהלכמלאהשורדהןמשהתומכתאתישארגוזמ.1
.ןיזנבהתאקלדהלכמלףסוהןכמרחאל.2
.קלדהלכמתארוגס.3
.ןמשהוקלדהתאבברעלידכקלדהלכמתאבטיהרענ.4

.1:25-לתבורעתהסחיתאלדגה,ןיזנבהואןמשהתוכיאיהמעדויךניאםא

קלדאלמ5.1.4
.קלדהלכמרועינתועצמאב)ןיזנבתבורעת/תומיעפיתשןמש(קלדהתאבברע.1
.ביציובצינבצמלרצומהתאאבה.2
.ותוארסהוןועשהןוויכדגנהסכמהתאבבוסךכםשל:קלדהלכמתאחתפ.3
.ךפשמתרזעבתוריהזבקלדהלכמתאאלמ.4
.ןועשהןוויכםעותואבבוסוהסכמהתארבחךכםשל:קלדהלכמתארוגס.5
.קלדהלכמתארוגס.6

ןונווכוהנקתהתודובע5.2

הרהזא
.תויווכלםורגלםילולעםחקסידואםימחהנוכמיקלח.תועיצפלםורגללולעךותיחהקסידבעגמ.העיצפתנכס
.ררקתהרצומהורצענךותיחהקסיד,יובכעונמהשאדוולשירצומבםייונישואהנקתהתודובעינפל◀
.ןגמתופפכשבל◀
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3ךותיחקסידתנקתה5.2.1
הרהזא

הטילשןדבאלםורגלואהדובעהךלהמבסרהיהלםילולעםימיאתמאלרוביחירזיבאואךותיחיקסיד.שוכרלקזנוהעיצפתנכס
.רצומהלע
יקסיד.רצומהלעתניוצמהתיברמהבוביסהתוריהמומכתוחפלההובגךותיחהקסידלשתרתומהבוביסהתוריהמיכאדו◀

.רצומלםיאתהלםיבייחםיגרבהוםינגואה,ךותיחה
.)1"(מ"מ25.4ואמ"מ20רטוקבחדקילעבךותיחיקסידבקרשמתשה◀

תוריהז
.רבשיהלםייושעםימוגפךותיחיקסיד.שוכרלקזנוהעיצפתנכס
.ותואףלחהךרוצההרקמבו,קוזינאלאוהשקודב,הכמלביקרוסמהקסידםא◀
.םיטטורואםילוגעאל,םימוגפךותיחיקסידבשמתשהלןיאםלועל◀
.םימבקעוככרתהרבכשוארבעםהלשהגופתהךיראתשיתוכאלמףרשרשקמרמוחילעברביפךותיחיקסידבשמתשהלןיא◀

.לעננהליענהןיפשדעךותיחהקסידתאבבוסוהעוצרהיוסיכלשחדקלהליענהןיפתאסנכה.1
.קסידהםעגרובהתאאצוהו,ןועשהןוויכדגנבוביסבחתפמהתועצמאבגרובהתאררחש.2
.הליענהןיפתארסה.3
.ךותיחהקסידתאוידגנהןגואהתארסה.4
.זוכרמהבתותלשזוכרמהביכרלםיאתמהבכרהלדעוימהךותיחהקסידלשחדקהםאקודב.5

.)1"(מ"מ25.4רטוקבידגנהדצבומ"מ20רטוקבזוכרמביכרונשיזוכרמהבתותלשדחאדצב

.ךותיחהקסידבןכורצומבזוכרמהוקודיההיחטשמתאהקנ.6
.ןוכנבוביסןוויכלעדפקהורישכמהריצלעזוכרמהתעבטםעךותיחהקסידתאבכרה.7

.רצומהלעןיוצמהךותיחהןוויכלםיאתמךותיחהקסידלעבוביסהןוויכץח▷
.ןועשהןוויכבגרובהתאקדהורישכמהריצלעקסידהוידגנהןגואהתאבכרה.8
.לעננהליענהןיפשדעךותיחהקסידתאבבוסוהעוצרהיוסיכלשחדקלהליענהןיפתאסנכה.9

.)מ"נ25:קודיהטנמומ(גרובהתאקדה.10
.הליענהןיפתארסה.11

.תחאהקדכךשמלתיברמתוריהמבסמועאללדובעלרצומלרשפאשדחקסידתנקתהרחאל

קסידהןגמןונווכ5.2.2
הנכס

.םישנאעוצפלםילולעללחבםיפעשתוצוצינואםיקיקלח.העיצפתנכס
.רצומלושמתשמלדגונמהןוויכלףועלולכויתוצוצינורמוחיקיקלחשךכקסידהןגמתאןנווכ◀
.שקובמהםוקימלותואבבוסו,תידיבקסידהןגמתאקזחה◀

רשוימךותיחבצמלליגרךותיחבצממרבעמךרוצלםייוניש5.2.3

.רוסמהעורזלשימדקהקלחהםוקימתאתונשלרשפא,תוריקךרואלותווצקלרשפאהלככבורקךותיחרשפאלידכ

.יונישהתאםשועצבישידכ,Hiltiלשתורישתדבעמלרצומהתאאבה,םירשוימםיכותיחךרוצלרצומבשמתשהלךנוצרבםא◀

4םילגלגהלשלוגלגהתורשפאתמיסח5.3

הרהזא
.לופילותרקובמאלהרוצבעונליושעקסידהרוסמ.העיצפתנכס
.לגלגתהלולכויאלשךכםילגלגהתאםוסחלשיתולקםיעפושמםיחטשמוא/וםימוגיפ,תוגגלעהדובעב◀
.םילגלגהתארסהוהלגעהילגלגלשםיגרבהתאררחש.1
.םיגרבהתארבחו180°םילגלגהתאבבוס.2

.הליעפתינבומההמיסחהתייצקנופ▷
.בטיהםירבוחמםילגלגהשאדו.3
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5)רזיבא(הכלוהתלגעלעענוממהקסידהרוסמתנקתה5.4
.הכלוההתלגעמםימהלכמתארסה.1
.הנוילעההדמעלךותיחהקמועןונווכתידיתארבעה.2
.ינדיהגרובהתועצמאבקותירהןקתהתאחתפ.3
תחתמקסידהרוסמלשהזיחאהתידיתאהטהו,רויאבגצומכ,תימדקהרישכמהתבשותבםילגלגהםעקסידהרוסמתאבצה.4

.קותירהןקתהל
.קסידהרוסמתאעבקלידכתינדיגרובהתאקדה.5
.ותוארבחוםימהלכמתאאלמ.6
.ךרובעחונהבוגלהזיחאהתידיתארבעה.7
31דומע←.קסידהןגמתאןנווכ.8

בצמלעיגהלבייחרצומהץוחלתרעצמהקדהרשאכ.ןוכנןנווכמתרעצמהלבכשןושארהשומישבדחוימבבלםיש
.תרעצמהלבכןחתמבוביסידילעתרעצמהלבכתאןנווכלרשפא,בצמהוניאוהזםא.האלמתרעצמ
תאדימריבעהלשי,הרקמהוניאוהזםא.קרסבצמבםוקמבדומעלבייחךותיחהקסידלעפומוניאתרעצמהלבכרשאכ
.קרסהד"לסןונווכךרוצלHiltiלשתורישתדבעמלתונפלואתרעצמהלבכתאןנווכלויובכבצמליוביכהלעפההגתמ

6)רזיבא(םימהתבאשמתנקתה5.5
.חוטבםוקמבהבאשמהחתפיוסיכתאןסחאו,הבאשמהחתפיוסיכתאםיקדהמהםיגרבהתשולשתאררחש.1

.רבוחמתויהלבייחהבאשמהחתפיוסיכ,םימתבאשמאללרצומהתאםיליעפמרשאכ

תוספתנדמצמהלשוםימהתבאשמלשםיינישהשדעקסידהתאטעמבבוסךכםשל,התואןנווכוםימהתבאשמתאסנכה.2
.וזבוז
.תירשפאהניאהיוגשהנקתה,תודחוימתוטילבתועצמאבדדוקמםוקימה▷

.)מ"נ8:קודיהטנמומ(םתואקדהוםיגרבהתשולשתארבח.3
.קסידהרוסמברוביחהלאהבאשמהלשרוניצהתארבח.4
.םימהרוביחלשרוניצההצקמקבאהיוסיכתארסה.5
.םימלכמלהביאשהרוניצתאסנכהואםימהתרנצלםימהתבאשמתארבח.6

.רב6אוהםימהתרנצברתומהיברמהםימהץחל

.םימהרוביחרובערוניצההצקלכקבאהיוסיכתאןקתה,םימרוביחלתרבוחמהניאםימהתבאשמםא

)רזיבא(םימהתבאשמתרסה5.6
.םימהתבאשממםימהתקפסאתאקתנ.1
.םימהרוביחרובערוניצההצקבקבאהיוסיכתאףלחה.2
.רצומלהבאשמהןיברוביחהתאקתנ.3
.הבאשמהתארסהוהבאשמבםיגרבהתשולשתאררחש.4
.)מ"נ4:קודיהטנמומ(םתואקדהוםיגרבהתשולשתאסנכה,הבאשמהחתפיוסיכתארבח.5

לועפת6
7,8עונמהתענתה6.1

הנכס
.קנחלםורגלםילולעש,ןזנבוםיפורשאלםינמימחפ,ינצמח-דחןמחפםיליכמהטילפהיזג.קנחתנכס
.בוטרורוואלעדפקהו,תולעתואתורובב,םירוגסםיללחבדובעתלא◀

הרהזא
.ךשוממןמזלטהולרתונאוהעונמהיוביכרחאלםג.לעופעונמהשכטהלתמטלפמהרוניצ.היווכתנכס
.טלפמהרוניצבעגיתלאוהנגהתופפכשבל◀
.םיקילדםירמוחלעטהולאוהשכרצומהתאחינתלא◀
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הרהזא
.העימשלםיקזנלתמרוגורתומהלובגלרבעמתגרוחה,רתויהלודגםישערתטילפלםורגיםוגפטלפמרוניצ.העיצפתנכס
.רסחאוהשואםייונישובועצובםאוא/וקוזינטלפמהרוניצםארצומבשמתשהלןיאםלועל◀

תוריהז
םורגלהלולעהבאשמהףוגבהעיגנ.תנקתומםימהתבאשמרשאכהיווכתנכסואתועבצאתוספתיהבקעהעיצפתנכס
.תויווכל
.ילאמשהוןוילעהדצבקרתימדקההזיחאהתידיבזוחא◀

:וזההלועפהתאםגעצב,םייקאבהרוזבאהרשאכ.1
DSH 700
DSH 900

.ץחלהתתחפהםותסשלעתחאםעפץחל◀
.ירמגלקלדבאלמתמהבאשמהרותפכשדע,םימעפ3–2הענתההתבאשמתאלעפה◀
."הלעפה"בצמליוביכ/הלעפההגתמתאףחד◀
:וזההלועפהתאםגעצב,אלמתמאבהיאנתהרשאכ◀

.רקעונמה:םיאנת

.הלעמיפלכקנשמהתידיתאךושמ◀
.ולעפויתרעצמ-יצחבצמוקנשמה▷

:וזההלועפהתאםגעצב,אלמתמאבהיאנתהרשאכ◀
.םחעונמה:םיאנת

.הטמלהרזחבהתואףחדזאולעמיפלכקנשמהתידיתאךושמ◀
.ליעפוניאקנשמה,לטוביתרעצמ-יצחבצמ▷

.תוישפוחבבבותסמךותיחהקסידשאדו◀
.תירוחאההזיחאהתידילשןותחתהקלחלתינמיהלגרףכתאסנכה◀
.תודגנתהשיגרמהתאשדע,הענתההתידיתאתויטאבתינמיהךדיבךושמ◀
.ףוסהדעהקזוחבהענתההתידיתאךושמתעכ◀
.אצומהתדמעלהטמלהרזחבקנשמהתידיתאףחד,)תוכישמ5דע2-כרובעכ(הנושארהתצההתאעמושהתאשרחאל◀
.עינתמעונמהשדעהזךילהתלערוזח,ףוסהדעהקזוחבהענתההתידיתאךושמ◀

.עונמהלשהפצהלומרגיליעפקנשמםעידמםיברהענתהתונויסינ

.תרעצמהקדהלעהרצקהציחלץוחללךילעלעופעונמהשעגרב◀
.קרסתוריהמבלעפיעונמהו,לטובתתרעצמ-יצחתליענ▷

:וזההלועפהתאםגעצב,םייקאבהרוזבאהרשאכ.2
DSH 700-X
DSH 900-X

.ץחלהתתחפהםותסשלעתחאםעפץחל◀
.ירמגלקלדבאלמתמהבאשמהרותפכשדע,םימעפ3–2ענתמהתבאשמתאתעכליעפהלשיהרקהענתהב◀
.הציחלהתואקזחהותרעצמהלשתוחיטבהתידילעץחל◀
.ץוחלותואקזחהותרעצמהקדהלעץחל◀
."הלעפה"בצמליוביכ/הלעפההגתמתאףחד◀
.תרעצמהקדהמותוחיטבהתידימדיהתאררחש◀

.לעפויתרעצמ-יצחבצמ▷
.תוישפוחבבבותסמךותיחהקסידשאדו◀
.תירוחאההזיחאהתידילשןותחתהקלחלתינמיהלגרףכתאסנכה◀
.תודגנתהשיגרמהתאשדע,הענתההתידיתאתויטאבתינמיהךדיבךושמ◀
.ףוסהדעהקזוחבהענתההתידיתאךושמתעכ◀
.עינתמעונמהשדעהזךילהתלערוזח◀
.תרעצמהקדהלעהרצקהציחלץוחללךילעלעופעונמהשעגרב◀

.קרסתוריהמבלעפיעונמהו,לטובתתרעצמ-יצחתליענ▷
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עונמהתענתהרחאלתוקידב6.2
םוקמבדומעלרזוחךותיחהקסידהאלמתרעצמלשרצקןמזרחאלםאוםוקמבדמועךותיחהקסידקרסבצמבםאקודב.1

.קרסבצמבירמגל
תורישתדבעמלרצומהתאאבה,ירשפאוניאהזםא.קרסהתוריהמתאתחפה,קרסבצמבבבותסמךותיחהקסידםא▷

.Hiltiלש
.יוביכבצמליוביכ/הלעפההגתמתאףחד.הניקתהרוצבלעופיוביכ/הלעפההגתמשאדו.2
:וזההלועפהתאםגעצב,םייקאבהרוזבאהרשאכ.3

DSH 700
DSH 900

רצומהתאאבהותצמהעקתתאקתנ,רזועוניאהזםגםא.הלעמיפלכקנשמהתידיתאףחד,הבכוניאעונמהםא◀
.Hiltiלשתורישתדבעמל

:וזההלועפהתאםגעצב,םייקאבהרוזבאהרשאכ.4
DSH 700-X
DSH 900-X

תאאבהותצמהעקתתאקתנ,רזועוניאהזםגםא.)הענתהתבאשמ(הבאשמהרותפכלעץחל,הבכנוניאעונמהםא◀
.Hiltiלשתורישתדבעמלרצומה

עונמהיוביכ6.3

הרהזא
.טלשניתלבןפואברמוחיקלחללחלףיעהלוא/ורבשיהללולעבבותסמקסיד.העיצפתנכס
.קסידהרוסמתאחינמהתאשינפלרצעיהלקסידלרשפא◀

.תרעצמהקדהתאררחש.1
.יוביכבצמליוביכ/הלעפההגתמתארבעה.2

.רצעייעונמה▷

9,10ךותיחתוטיש6.4
!הרהזא

:תואבהתוחיטבהתויחנהלעמשיה,בטימהתארצומהמקיפהללכותשידכ
ןמשךולכלמתויקנו,תושביהזיחאהתוידילערומש.הזיחאהתוידיבםיידייתשבדימתבטיההכלוההתלגעורצומהתאזוחא◀

.זירגוא
.וקוזינאלקסידהןגמוךותיחהקסידםאלושכמבתועטבתלקתנשרחאלדימוהדובעהתליחתינפלקודב◀
.ךלשהדובעהםוקממ'מ15-כםירחאםישנאקחרה.ךותיחהרוזאבדחוימבו,הדובעהרוזאבאצמנוניאשיאשאדו◀
.ךותיחהקסידלעידצץחלתלעפהאללודיחאבצקברצומהתאלבוה◀
.תונכוסמתוחונתבדובעתלא◀
ואידצץחלתלעפהתועצמאבךותיחהןוויכתאךותיחהךלהמבתונשלןיא.רמוחלהרשיתיווזבדימתךותיחהקסידתאברק◀

.קסידהתייטהתועצמאב
רתויבוטבצוימקלחהךכ.הדובעבשקלחהתאבציילידכםייצחלמבואקודיהינקתהבשמתשה.הדובעבשקלחהתאקדה◀

.רצומהלועפתלתויונפתורתונךידייתשךכלףסונבו,ךדיבותואקיזחמהתאשכרשאמ
.בבותסהלולכויאלשךכ,בטיהםתואןגעלשיםילוגעםיקלחלעהדובעב◀
דחאדחאאלא,תחאתבבםיקלחהמכרסנלןיא◀
.הטילשאללעונלולכויאלםהשךכךותיחבתלפונשהכיתחהתאוהדובעבשקלחהתאחטבא◀
.הכלוההתלגעלבטיהרבוחמענוממהקסידהרוסמשקודבלשיהכלוההתלגעםעהדובעתליחתינפל◀
גתמתועצמאבענוממהקסידהרוסמתאדימהבכ,םיעקתנהכלוההתלגעלשתרעצמהקדהואתרעצמהלבכםא◀

.יוביכ/הלעפהה
.)"זגלופ"(ףוסהלעץוחלתרעצמהקדהשכדימתקלחהתאךותח◀
קסידהתועקתיהתעינמ

הרהזא
רוסמלשעתרלםורגלואהמידקךושמל,םמורתהליושעאוהרסונמהץירחבעקתנרוסמהקסידרשאכ.תועיצפואתוכמתנכס
.קסידה
.רוסינהתעבקסידהתועקתיהלםורגלאלשדפקה◀
:רוסמהקסידלשתועקתיהלתוביס
.ידמלודגךותיחקמוע•
.)םילודגתוחולואתורוניצרוסינבהמגודל(רגסנךותיחהץירח•
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.ןוסכלאבסנכנרוסמהקסיד•
.)םתסנרוסמהקסיד(םיאתמאלרוסמקסידבשומיש•
.ץירחברוסמהקסידלשידמהריהמהכלוה•
.הדובעהבצמבוגוסביולת,תונושתונכסלםורגלהלוכיקסידהתועקתיה
ךכלםורגללולעשהמ,המידקתוימואתפבךושמירוסמה.המידקךשמיירישכמהשןכתיי)הפצרבהמגודל(יקפואךותיחב•

.ליעפמהלשדיהמררחתשירישכמהש
ךכלםורגללולעשהמ,הלעמלתוימואתפבךושמירוסמה.הלעמלךשמיירישכמהשןכתיי)ריקבהמגודל(יכנאךותיחב•

.ליעפמהלשדיהמררחתשירישכמהש
.עתררצוויהליושע,רמוחלרדוחרוסמהקסידברוסאהקלחהרשאכ•
:רוסמהקסידלשתועקתיהמתועבונהתונכסענמתךכ
.ידמםיקומעםיכותיחמענמיה.םיבלשבםיבעםיקלחךותחלץלמומ◀
.ךותיחהךילהתלכךלהמבחותפראשייךותיחהץירחשהזכןפואבםילודגםיקלחואתוחולךומתלשי◀
.רמוחהלאהלעמלמךותיחהקסידתאךימנהלדיפקה◀

.ריצהתדוקנלתחתמדחאםוקמבקרקלחבתעגליאשרךותיחהקסיד▷
.םייקץירחךותלךותיחקסידסינכמהתאשכדחוימבריהזהיה◀
.ירמגלרשיקסידהתאךילוהלדפקה◀

הקוזחתולופיט7

הרהזא
.תויווכלותועיצפלםורגללולעםימחהנוכמיקלחבואבבותסמקסידבעגמ.העיצפתנכס
.ררקתהלרצומלרשפאלועונמהתאתובכלשייוקינואןוקית,הקוזחתתדובעלכינפל◀

הקוזחתתלבט7.1

תליחתינפל
ךרוצהיפלהנשיצחלכהדובעה

ןקת;תופילדןיאשקודבוםיקלחהלכתומלש,ירמגלןיקתבצמאדו
X.ךרוצההרקמב

X.ךרוצההרקמבהקנ;ןויקינקודב
X.ךרוצההרקמבןקת;הניקתהרוצבםילעופהלעפההיביכרשאדו
X.ךרוצההרקמבותואףלחה;ירמגלןיקתרוסמהקסידשאדו

XXX.ץוחבמםהילאעיגהלןתינשםימואהוםיגרבהתאקדה
XX.ךרוצההרקמבותואףלחה;קלדהןנסמןויקינתאקודב
קפסהםאואעינתמוניארישכמהםאריוואהןנסמתאףלחה
X.רורבןפואבתחופעונמה

עינתמואעינתמוניארצומהםאםיתצמהתאףלחהואהקנ
X.ברישוקב

X.קרסתוריהמברצענוניארוסמהקסידםאקרסהד"לסתאתסו
תאאבה,רוסמהקסידלעסמועשישכהקילחמהעוצרהםא
Hilti.Xלשתורישתדבעמבןוקיתלרצומה

11ריוואהןנסמלשהפלחהואיוקינ7.2

בלםיש
.רצומהתאסורהיהמינפרדוחשקבא.קזנתנכס
.םוגפריוואהןנסמרשאכדובעלןיאןפואםושב◀
.ןנסמלתחתמתאצמנשןנסמהןגמלקבאעיגיאלשדפקה.דצהלעבכשלאלודומעלךירצרצומהריוואןנסמתפלחהתעב◀

.בוטעינתמוניאעונמהוארכינןפואבתחופעונמהקפסהםאריוואהןנסמתאףלחה

.םתוארסהוריוואהןנסמהסכמלשםיגרבהתאררחש.1
.)קבאבאושבשמתשה(ןנסמהאתבוריוואהןנסמבספתנשקבאתוריהזבהקנ.2

Printed: 17.05.2018 | Doc-Nr: PUB / 5409837 / 000 / 02



36 תירבע 2122988 *2122988*

.ריוואהןנסמתאאצוהוןנסמהקיזחמלשםיגרבהתעבראתאררחש.3
.ןנסמהקיזחמלותוארבחושדחהריוואהןנסמתאסנכה.4
.םיגרבהתאקדהוריוואהןנסמהסכמתאבכרה.5

12עורקהענתהלבכתפלחה7.3

תוריהז
.רישכמהףוגלקזנםורגללולעידמרצקהענתהלבכ.קזנתנכס
.ופילחהלשיאלא,ערקנשהענתהלבכבשמתשהלוךישמהלןיאןפואםושב◀
.ענתמהלולכמתאאצוהוםיגרבהתשולשתאררחש.1
.הענתההתידימוףופילהלגלגמלבכהתויראשתארסה.2
.ףופילהלגלגלאהלעמלמלבכהלשררחושמההצקהתארבעהושדחההענתההלבכלשדחאהצקבקודהרשקרושק.3
הזהצקבםגרושקו,הענתההתידיךרדהטמלמןכוענתמהתיבבחדקהךרדהטמלמלבכהלשררחושמההצקהתאסנכה.4

.ביצירשק
.ףופילהלגלגבץירחהךרדותואלבוהורויאבגצומכענתמהתיבלץוחמלאהענתההלבכתאךושמ.5
.רוצעמלדעןועשהןוויכבףופילהלגלגתאבבוסוףופילהלגלגלשץירחלבורקהענתההלבכתאקזחה.6
1רתויהלכלדעבוביס½תוחפלרוצעמהתדוקנמףופילהלגלגתאבבוס.7 ףפוחלגלגהלשץירחהשדע,הרזחבםיבוביס½

.ענתמהתיבברבעמל
.ענתמהתיבלץוחמלאהענתההתידיןוויכבלבכהתאךושמובטיהףופילהלגלגתאקזחה.8
.ומצעמךשמיהללכויהענתההלבכשידכ,ףופילהלגלגתאררחשוחותמלבכהתאקזחה.9

ףסונבוביס½תוחפלףופילהלגלגתאתינדיבבוסלרשפאהזבצמבםאקודבו,רוצעמלדעהצוחההענתההלבכתאךושמ.10
.ןועשהןוויכדגנדחאבוביסץיפקהתאררחשלשי,ירשפאוניארבדהםא.ןועשהןוויכב

דמצייענתמהלולכמוספתיידמצמהשידכהענתההלבכבךושמ.הטמלתוריהזבותואףחדוענתמהלולכמתאסנכה.11
.ואולמב

.םיגרבהתועצמאבענתמהלולכמתאקדה.12

13קלדןנסמתפלחה7.4

.קלדהלכמלרדוחוניאךולכלשאדוולשירצומהקולדתתעב

.קלדהלכמתאחתפ.1
.קלדהלכמלץוחמלאקלדהןנסמתאךושמ.2
.קלדהןנסמתאקודב.3

.שדחבותואףלחה,דאמךלכולמקלדהןנסמםא▷
.ךלכולמהקלדהןנסמתארסהו,רוניצהלעשקבחהתארוחאלףחד.4
.קבחהתועצמאברוניצלותואקדהושדחקלדןנסמסנכה.5
.קלדהלכמלהרזחבקלדהןנסמתאסנכה.6
.קלדהלכמתארוגס.7

14תצמתפלחהואהדורטקלאהקחרמןונווכ,תצמהיוקינ7.5

תוריהז
.דואמםימחתויהלםייושעעונמהיקלחותצמהרצומבשומישהרחאלדימ.העיצפתנכס
.ררקתהלרצומלרשפאוהנגהתופפכשבל◀

.הלקבוביסתעונתבתוריהזבתצמהעקתתאאצוה.1
.רדניליצלץוחמלאתצמהתאגרבהתצמהחתפמתרזעב.2
.הכרלזרבתשרבמתועצמאבהדורטקלאהתאךרוצההרקמבהקנ.3
.מ"מ0.5לששורדהחוורמלחוורמדמתרזעבשדחמותואןנווכךרוצההרקמבו,הדורטקלאהלשקחרמהתאקודב.4
.רדניליצהדגנכתצמהגירבתתאקזחהותצמהעקתלתצמהתאסנכה.5
."הלעפה"בצמליוביכ/הלעפההגתמתאףחד.6

הרהזא
.תולמשחתהלםורגלהלולעתודורטקלאבהעיגנ.העיצפתנכס
.תצמהתודורטקלאבעגיתלא◀
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.)ץחלהתתחפהםותסשלעץחל(הענתההתידיתאךושמ.7
.רורבהענתהץוצינתויהלךירצתעכ▷

.)מ"נ12:קודיהטנמומ(רדניליצלתצמהתאגרבהםיתצמהחתפמתרזעב.8
.תצמלתצמהעקתתארבח.9

15רוטרוברקהןונווכ7.6
שמתשמהלוכיהזרוטרוברקב.)LריחנוHריחנ(םתחנכ"חאותילמיטפוארוצבהקפסאהינפלןנווכהזרצומלשרוטרוברקה
.Hiltiלשתורישיאנכטקרעצבלםיאשרתורחאהןונווכהתודובעלכתא.)Tריחנ(קרסהד"לסתאתונשל

.עונמלקזנםורגללולערוטרוברקהינונווכבםייעוצקמאלםייונישעוציב

35דומע←.ריוואהןנסמתאהקנ◀
.הדובעתרוטרפמטלרצומהתאםמח◀
.רתומהןונווכהחווטלרבעמאלתונידעבןונווכהגרובתאבבוסו)"⁵/₃₂/מ"מ4בהלבחור(םיאתמחוטשגרבמבשמתשה◀
.בבותסהלילבםוקמבראשייךותיחהקסידוהקלחהרוצבלעפיקרסבצמברצומהשךכ)T(קרסהד"לסריחנתאןנווכ◀

רישכמבלופיט7.7

םירמוחה,ףוליחהיקלחתא.םיירוקמםילכתמםירמוחוףוליחיקלחבקרשמתשהלשירישכמהלשהחוטבהלעפהךרוצל
www.hilti.com:תבותכבואHiltiלשקוושמהלצאאצמתךלשרצומהרובעונדי-לעורשואשםירזיבאהוםילכתמה

.זירגואןמושךולכלמםייקנ,הזיחאהירוזאלעדחוימבו,רצומהלערומש◀
.ןוקיליסםיליכמהלופיטירמוחבשמתשהלןיא◀
תועצמאבהקנתלא.השביתשרבמתועצמאבואהחלתילטמתועצמאברידסןפואברישכמהלשינוציחהדצהתאהקנ◀

.םימרוזםימוארוטיקביוקינרישכמ,ססררישכמ
.רצומהךותלםירזםיפוגלשהרידחענמ◀

הקוזחת7.8
םילעופלועפתהיביכרלכשקודבו,םיקזנרתאלידכםירזיבאהורצומהלשםיינוציחהםיקלחהלכתארידסןפואבקודב.1

.הניקתהרוצב
ידכHiltiלשתורישלהנפ.םלשומןפואבםילעופםניאלועפתהיביכרםאואוקוזינםהשלכםיקלחםארצומבשמתשהלןיא.2

.רצומהתאןקתל

הקוזחתולופיטתודובערחאלתוקידב7.9
.תולקתאללםילעופוםינקתומהנגההינקתהלכשקודבלשיהקוזחתולופיטתודובערחאל◀

ןוסחאוהלבוה8
בכרבהלבוה8.1

הנכס
.קלדהלכממףולדליושעקלד,הלבוההךלהמבהדצהלפונרצומהםא.ץוציפוהפרשתנכס
.םיחולשמתורישתועצמאבותחילשוותזיראינפלרצומהלשקלדהלכמתאירמגלןקור◀
.תירוקמהותזיראברצומהתאליבוהלץלמומ◀

הרהזא
.םהלםידומצםירמוחתיצהלםייושעםימחהנוכמיקלח.הפרשתנכס
.ירמגלררקתהלולרשפאלשיבכרבותסמעהורצומהתזיראינפל◀

.ךותיחהקסידתארסה.1
.קלדתפילדוםיקזנ,תוכפהתהדגנכרצומהתאחטבא.2
.הכלוההתלגעתלבוהינפלםימהלכמתאןקורלשי.3
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קלדהתבורעתןוסחא8.2

תוריהז
.הצוחהזיתיקלדלכמהתחיתפתעבשהנכסתמייק,קלדהלכמבץחלרבטצהללולעשרחאמ.העיצפתנכס
.תוריהזבקלדהלכמהסכמתאחתפ◀
.שביובטיהררוואמללחבקלדהתאןסחא◀

.שומישהינפלםירופסםימיקרוךרוצהיפלקרקלדהתבורעתתאבברע.1
.םעפמידמקלדהלכמתאהקנ.2

הלקתהרקמבהרזע9
.Hiltiלשתורישלהנפ,ךמצעבןקתללוכיךניאשואוזהלבטבתרבסומהניאשהלקתתשחרתמםא

ןורתפתירשפאהביסהלקת
רתויטאלבבותסמךותיחהקסיד
.ירמגלרצענואךותיחהתעב

עקתנךותיחהקסיד(ידמהובגךותיחץחל
.)ךתחב

תאלבוהוךותיחהץחלתאתחפה◀
.הרשיהרוצברישכמה

.קודיההטנמומתאוהנקתההתאקודב◀.הכלהכקדוהמוןקתומוניאךותיחהקסיד
31דומע←.ךותיחהקסידתאןקתה◀.יוגשבוביסןוויכרדגוה
וניארוסמהעורזלשימדקהקלחה
.עבוקמ

תאןקתלידכHiltiלשתורישלהנפ◀
.רצומה

.קודיההטנמומתאוהנקתההתאקודב◀.הכלהכקדוהמוןקתומוניאךותיחהקסיד.קיודמאלךותיח,תוברתודיער
,םיאתמאלטרפמ(םוגפךותיחהקסיד
םח,םקועמ,םירסחםיטנמגס,םיקדס
.)האלהןכותוועמ,ידמ

.ךותיחהקסידתאףלחה◀

ךותיחהקסידלשחדקהםאקודב◀.ןוכנאלןקתומזוכרמהבתות
ביכרלםיאתמהבכרהלדעוימה
.זוכרמהבתותלשזוכרמה

ואלועפלליחתמוניארוסמה
.ישוקבקרלועפלליחתמ

30דומע←.קלדהלכמתאאלמ◀.)רוטרוברקבקלדןיא(קירקלדהלכמ
.ריוואהןנסמתאףלחה◀.ךלכולמריוואהןנסמ

DSH 700
DSH 900

.)בוטרתצמ(ףצומעונמה

רדניליצהאתתאותצמהתאשבי◀
.)תצמהתאאצוה(
לעבושרוזחוקנשמהתידיתארוגס◀

.הענתההךילה
DSH 700-X
DSH 900-X

.)בוטרתצמ(ףצומעונמה

רדניליצהאתתאותצמהתאשבי◀
.)תצמהתאאצוה(

תרנצתאולכמהתאףוטשוןקור◀.היוגשקלדתבורעת
.קלדה
.קלדהלכמבםיאתמקלדאלמ◀

המכקלדהתקיניתבאשמתאלעפה◀.)רוטרוברקבקלדןיא(קלדהרוניצבריווא
תרנצמריוואהתאזקנלידכםימעפ
.קלדה

טעמשיואקלדןיא(ךלכולמקלדהןנסמ
.)רוטרוברקבקלדידמ

ןנסמתאףלחהוקלדהלכמתאהקנ◀
.קלדה

תצמב(םייקאלואשלחהתצהץוצינ
.)קרופש

.תצמהתאהקנ◀
ןנווכותודורטקלאהבצמתאקודב◀

.ןתוא
.תצמהתאףלחה◀
,לבכה,התצההלילסתאקודב◀

הרקמבףלחהוםיגתמהוםיעקתה
.םוגפהקלחהתאךרוצה

הרקמבו,עונמהתסיחדתאקודב◀.ידמהכומנהסיחד
תעבט(םייולבםיקלחףלחהךרוצה
.)האלהןכורדניליצ,הנכוב,הנכוב
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ןורתפתירשפאהביסהלקת
ואלועפלליחתמוניארוסמה
.ישוקבקרלועפלליחתמ

תויטאבקסידהרוסמתאםמח◀.ידמהכומנהביבסתרוטרפמט
ךילהלערוזחורדחהתרוטרפמטל
.הענתהה

חתפואתוצוצינינפמהנגההתשר
.םיכלכולמהטילפה

תוצוצינינפמהנגההתשרתאהקנ◀
.הטילפהחתפתא

.תוישפוחבעונלםותסשלםורג◀.קלחענוניאץחלתקירפםותסש
.ריוואהןנסמתאףלחה◀.ךלכולמריוואהןנסמשלחךותיחה/עונמהקפסה

תצמב(םייקאלואשלחהתצהץוצינ
.)קרופש

.תצמהתאהקנ◀
ןנווכותודורטקלאהבצמתאקודב◀

.ןתוא
.תצמהתאףלחה◀
,לבכה,התצההלילסתאקודב◀

הרקמבףלחהוםיגתמהוםיעקתה
.םוגפהקלחהתאךרוצה

תרנצתאולכמהתאףוטשוןקור◀.היוגשקלדתבורעת
.קלדה
.קלדהלכמבםיאתמקלדאלמ◀

רמוחלםיאתמוניאךותיחהקסידטרפמ
.הדובעבש

הנפואךותיחהקסידתאףלחה◀
.ץועייתלבקלHilti-ל

.קסידהקודיהתאקודב◀.םיקילחמךותיחהקסידואעניההתעוצר
תאןקתלידכHiltiלשתורישלהנפ◀

.רצומה
הרקמבו,עונמהתסיחדתאקודב◀.ידמהכומנהסיחד

תעבט(םייולבםיקלחףלחהךרוצה
.)האלהןכורדניליצ,הנכוב,הנכוב

ינפלעמ1500לעמלשהבוגבהדובע
.םיה

ןונווכךרוצלHiltiלשהדבעמלהנפ◀
.רוטרוברקה

תבורעת(תילמיטפואאלתבורעתהננווכ
.)ריווא/קלד

ןונווכךרוצלHiltiלשהדבעמלהנפ◀
.רוטרוברקה

בצמברצענוניאךותיחהקסיד
.קרס

הרקמבוקרסהתוריהמתאקודב◀.ידמההובגקרסתוריהמ
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