### SEALING CAPS

**HILTI SDX2 SAE 316 SEALING CAP**

*For use with X-ENP-19_fastener on exposed steel deck applications*

<table>
<thead>
<tr>
<th>Zone</th>
<th>Deck Type</th>
<th>Deck Slides Configuration</th>
<th>Fastener Type</th>
<th>Sliding Temp</th>
<th>LoadThrough Spacing (Ft)</th>
<th>Sliding Pattern</th>
<th>Design (D)</th>
<th>(One)</th>
<th>(Shear Capacity (psf))</th>
</tr>
</thead>
<tbody>
<tr>
<td>A</td>
<td>1 1/2&quot; R-19</td>
<td>10</td>
<td>3/4&quot;</td>
<td>3/8&quot;</td>
<td>1/2&quot;</td>
<td>3/8&quot;</td>
<td>3/8&quot;</td>
<td>1/2&quot;</td>
<td>3/8&quot;</td>
</tr>
<tr>
<td>B</td>
<td>3/4&quot; R-19</td>
<td>10</td>
<td>3/4&quot;</td>
<td>3/8&quot;</td>
<td>1/2&quot;</td>
<td>3/8&quot;</td>
<td>3/8&quot;</td>
<td>1/2&quot;</td>
<td>3/8&quot;</td>
</tr>
</tbody>
</table>

**Notes:**

1. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
2. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
3. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
4. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
5. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
6. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
7. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
8. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
9. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
10. Fasteners shall be installed in accordance with the manufacturer’s recommendations.
11. Fasteners shall be installed in accordance with the manufacturer’s recommendations.

**Diagram:**

- [Diagram of SEALING CAPS](image)

**Table:**

- [Table of SEALING CAPS](table)
POWDER ACTUATED FASTENER SYMBOLS/PATTERNS

NESTABLE DECK

INTERLOCKING DECK

SIDELAP SYMBOLS

HILTI S-SLC 01 M HWH

HILTI S-SLC 02 M HWH

SCREW FASTENED SIDELAP

BUTTON PUNCHED SIDELAP

BUTTON PUNCH TEXT

BUTTON PUNCH SIDELAP @ _____ IN. C-C

SEALING CAPS

HILTI SDK2 SAE 316 SEALING CAP

FOR USE WITH X-ENP-19 FASTENER ON EXPOSED STEEL DECK APPLICATIONS